
Applicable models: Automated assembly line, automation equipment, security equipment, LED packaging equipment, 
alarm system, SMT equipment, CNC numerical control lathe, precision engraving machine, CNC milling machine,
 industrial and mining equipment.
Product features: 
All aluminum alloy lamp body oxidation texture is good, high-end atmosphere and corrosion resistance.
Highly translucent, high-strength bulletproof grade PC cover, durable and non-yellowing.
Built-in buzzer and up to 95 decibels, the sound is loud and not harsh.
The base has a 360&#176; knob structure with adjustable bending direction.
Foldable mounting is simple, straightforward and practical, with optional mounting holes.

Code Brand Category Shape

ONN-M4S-A ONLION Color bar Baseball rod type

Shape Layers Voltage Wiring method Function

A: Baseball bats
3: Three layers
4: Four layers B：DC24V

C: Contact type 
Z: Common
 Positive NPN 
B: Common
 negative PNP

B: Steady light 
F: Always on with beep
S: Red flash
C: Red flash with beep
D: Full flash 
E: Full flash with buzzer

Red: 50mA Yellow: 90mA Green: 35mA Buzzer: 12mA
63-65 times/min
＞85dB
IP40
-20~45 ℃
50,000H
Silver 
Screw fixing
PC lampshade + aluminum alloy lamp body
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Please refer to the series code to select the type and parameters for ordering.

A 4 B--ONN-M4S-A
Code

Shape1 Voltage3

B-
Layers2 Wiring method4

360&#176; adjustable orientation

Three-hole Four-hole Large four-hole

360&#176; adjustable orientation 360&#176; adjustable orientation

Parameter specification
Current

Flash frequency
Beep volume

Protection class
Operating temperature

LED life
Lamp color
Installation

Material


