
Built-in single-axis controller, saving the pulse output points of the upper controller
Configurable 16-segment motion paths, support zero/limit/hurry stop/positioning/JOG and other functions
Dual-port RJ45 connector supports RS485 motion control networks for up to 31 axes
7 digital inputs, can be connected to zero, home, limit switch input signals
3 digital outputs, can be configured with output signals such as alarms, holding brakes and in place
Support 1000~5000 lines encoder motor
Adaptable motor: 86 base (86CME35 86CME45 86CME80 86CME85 86CME120)
Supply voltage range 24~80Vdc or 30~110Vdc, maximum output current 8.0A

Electrical connection

Code Series feature Bus type Axes Phase
 number Brand

CL2C- RS86 Economical RS485 communication  Single axis Two-phase LEADSHINE

Instruction
CL2C-RS86

Min. value Typical value  Max. value Unit
Output current

 Power supply voltage
IO input current
IO input voltage

Insulation

0.1 - 8.0 A
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CL2C Series Integrated Drive and Control
LEADSHINE

Closed-Loop Stepper Drive

Power supply 

Motor

Host computer
 debugging software

Node address
Baud rate

Termination
 resistance

RS232 serial port debugging cable
Single-end input

Bidirectional input

Single-end output


