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Axial Flow Fan
AC

High Quality Type

Order guide
Please refer to the series code to select the type and parameters for ordering.
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Dimensions1

Code Type Voltage Material Bearings

INAK Axial Flow Fan AC Type PBT Dual Ball Bearings
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Performance Curve
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Dimensions: 120
Thickness:25
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Dimensions: 120A
Thickness:38
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Visual standards:
first perspective
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High Quality Type

Model
Thickness Compatible Accessories Input Voltage Frequency (Hz) Power (W)

Code Dimensions

INAK

80
25

Iron Mesh INAT-T
Filter Mesh INAT-F

Or
Louver INAT-S

AC220/240V
50/60

14/13.5
92 14/13.5

120 19/18
120A 38 20/19
150 50

Iron Mesh INAT-T
Filter Mesh INAT-F

38/36
172 51 40/35
200 60 50 50

Model

Code Dimensions

INAK

80
92

120
120A
150
172
200

Current (A)

0.07/0.06
0.07/0.06
0.09/0.09
0.12/0.11
0.17/0.16
0.18/0.16

0.23

Speed (RPM)

2550/2900
2550/2900
2200/2400
2650/2950
2600/3000
2700/3000

2600

Airflow (CFM)

18/22
30/37
66/78

91/113
170/196
180/200

450

Static Pressure (mm-H2O)

3.3/4.83
3.3/4.83

3.56/4.06
3.56/4.06
11.5/14
9.6/12.2

26

Noise (Db[A])

29/33
32/37
38/40
40/45
49/56
50/52

65

Weight (g)

260
280
330
530
800

1030
1550


