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E-UCT205

CodeOrder guide
Please refer to the series code to select the type and parameters for ordering.

Pillow Block Bearing
Configurable Slider Pillow Block Bearing - External Retaining Ring

Casting Type Standard Type

Code Type
Material

Bearing Housing Bearing

E-UCT Standard Type HT200 Grey Cast Iron Bearing Steel

Accuracy：JISB 1558
JISB 1514
JISB 1559

(GB/T 7809-1995)

Visual standards:
first perspective

Model

E-UCT

201
202
203
204
205
206
207
208
209
210

12
15 9 46 31 18 46

12

70 82 88 30
21

58 27.4 11.515
17
20

16
10 51 32 19 51 76 89

94
32

61 31 12.7
25 97 24 62 34 14.3
30

13
56

37 22
57

89 102
113

37
28 70 38.1 15.9

35 64 64 129 30 78 42.9 17.5
40

19 16 83 49 29
83

16 102 117
144

49
33 88

49.2
1945 35 87

50 86 149 37 90 51.6

d N1 L2 H2 N2 N L3 A1 H1 H L A A2 L1 B S

Model

E-UCT

201
202
203
204
205
206
207
208
209
210

Installation Hole Size (∆) Tolerance Installation Hole Positional Deviation x

Basic Dynamic Load Rating (N)

Dynamic Load Cr Static Load Cor

Weight (g)

0.6
12800 6650

700

790
14000 7880 880
19500 11200 1300

0.8

25700 15200 1700
29600 18200 2500
31850 20800
35100 23200 2600

±0.5


