
Visual standards: first perspective

Be
ar

in
g/

 J
oi

nt
 B

ea
rin

g
Be

ar
in

g 
Fo

llo
w

er

Order guide
Please refer to the series code to select the type and parameters for ordering.

693-B CT Q
Major category Series

Category Bearing Specification1

Code
Material Recommended 

operating temperatureRing Cage Ball
BCTQ POM PA66 Sodium 

carbonate glass -60℃~100℃
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Installation diagram

693 3 8
4 0.15 4.2 6.8 0.15 0.1

694 4 11 5.2 9.8 0.3
695 5 13 0.2 6.6 11.4 0.2 0.5
696 6 15 5 7.6 13.4 0.7
697 7 17

0.3

9 15

0.3

1
698 8 19 6 10 17 1.4
699 9 20 11 18 1.6

6800
10

19 5
12

17 1
6900 22 6 20 1.7
6000 26 8 24 3.5
6200 30 9 0.6

14
26 0.6 6

6801
12

21 5
0.3

19
0.3

1.2
6901 24 6 22 1.9
6001 28 8 26 4
6201 32 10 0.6 16 28 0.6 7
6802

15
24 5

0.3 17
22

0.3
1.3

6902 28 7 26 3
6002 32 9 30 6
6202 35 11 0.6

19
31 0.6 9

6803
17

26 5
0.3

24
0.3

1.3
6903 30 7 28 3.3
6003 35 10 33 8
6203 40 12 0.6 21 36 0.6 13
6804

20
32 7 0.3 22

30 0.3 3
6904 37 9 35 57
6004 42 12 0.6 38 0.6 13
6204 47 14 1 25 42 1 21
6805

25
37 7 0.3 27 35 0.3 1

6905 42 9 40 10
6005 47 12 0.6 29 43 0.6 15
6205 52 15 1 30 47 1 25
6806

30
42 7 0.3 32 40 0.3 5

6906 47 9 45 10
6006 55 13 1 35 50 1 22
6206 62 16 57 38
6807

35
47 7 0.3 37 45 0.3 5

6907 55 10 0.6 39 51

Model d D B r1
Installation size Weight

g
(Reference)Code Bearing 

specification db(Min.) da(Max.) r(Max.)

BCTQ

0.6 14
6007 62 14 1 40 57 1 29
6207 72 17 1.1 41.5 65.5 55
6808

40
52 7 0.3 42 50 0.3 6

6908 62 12 0.6 44 58 0.6 22
6008 68 15 1 45 63 1 37
6208 80 18 1.1 46.5 73.5 70
6809

45
58 7 0.3 47 56 0.3 38

6909 68 12 0.6 49 64 0.6 24
6009 75 16 1 50 70 1 46
6209 85 19 1.1 51.5 78.5 81
6810

50
65 7 0.3 52 63 0.3 10

6910 72 12 0.6 54 68 0.6 26
6010 80 16 1 55 75 1 50
6210 90 20 1.1 56.5 83.5 88

jlcmc.com

Plastic Bearing
No Dust Cover


