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External Thread at Both Ends Shaft Body Not Processed
Stepped at Both Ends

Rotation Shaft

 

Code Type Shaft end shape
Tolerance

g6 g6

S45C
Black

Electroless nickel plating

SUS304 —

SCM435 (Hardness 28~33HRC)
Black

h7 h7
S45C

Electroless nickel plating

SUS304 —

h9

g6
S45C

Electroless nickel plating

SUS304 —

h7
S45C

Black

Black

Electroless nickel plating

SUS304 —

Stepped at both ends External thread at both ends

BFKG-C2E1-66

BFKG-C2N1-66

BFKG-S1W-66

BFKG-J2E1-66

BFKG-C2E1-77

BFKG-C2N1-77

BFKG-S1W-77

BFKG-C2E1-96

BFKG-C2N1-96

BFKG-S1W-96

BFKG-C2E1-97

BFKG-C2N1-97

BFKG-S1W-97

D
Surface treatmentMaterial

P·Q

For roundness, straightness, perpendicularity and coaxiality, please refer to the shaft product introduction.

D QP

A

E L F

B

M=P
2-R0.2 2-C0.8

N=Q

0.8

0.8

1.6

0.8

1.6

D·P·Q g6
3

3.1~6
6.1~10

10.1~18
18.1~30
30.1~50

-0.002
-0.008
-0.004
-0.012
-0.005
-0.014
-0.006
-0.017
-0.007
-0.020
-0.009
-0.025

h7

-0.010

-0.012

-0.015

-0.018

-0.021

-0.025

0

0

0

0

0

0

h9

-0.025

-0.030

-0.036

-0.043

-0.052

-0.062

0

0

0

0

0

0

Tolerance

Visual standards:
first perspective

Remainder

6.3

Ro
ta

tio
n 

Sh
af

t

L and LD cannot be selected at the same time
Order guide

Please refer to the series code to select the type and parameters for ordering.

-B
Major category

G
Series

FK

Category

C2

Material1

- E1
Surface treatment2

- 6

D Tolerance3

- 6
P·Q Tolerance4

- D6

Large outer diameter5

- L18

Large diameter length6

- E6
Small diameter length7

- Q3

Small diameter length8
L and LD cannot be selected at the same time

Order guide
Please refer to the series code to select the type and parameters for ordering.

B
Major category

G
Series

FK

Category

- A3
Ring groove end distance9

- B3

Ring groove end distance10

- P3
Small outer diameter11

L and LD cannot be selected at the same time
Order guide

Please refer to the series code to select the type and parameters for ordering.

B
Major category

G
Series

FK

Category

- Q3

Small outer diameter12

- NX10
Optional processing13



两端外螺纹型 轴身不加工

g6

h7

h9

Model L

Minimum unit 0.1

P·Q

Code Dg6 Minimum unit 1

E·F A B

BFKG-C2E1-77
BFKG-C2N1-77
BFKG-S1W-77

6 15.0~310.0 3
8 15.0~410.0 3 4 5

4 5
6

10 15.0~510.0 4 5 6
12 20.0~610.0

20.0~710.0

20.0~810.0

5 6 8
8

5 6 815
6 8

8 10
8 10

10
10

10

12
12
12

10 12

20

12

12

1625

30.0~810.0

1630
16

20
35

16
20 24

40
16

20 24 30

16
20

24
30

50 20 24 30

6≤E≤Px6
6≤F≤Qx7

Q≤6
B≤F-2

Q=8、10
B≤F-3

Q≥12
B≤F-5

P≤6
A≤E-2

P=8、10
A≤E-3

P≥12
A≤E-5

Model L

Minimum unit 0.1

P·Q

Code Dg6 Minimum unit 1

E·F A B

BFKG-C2E1-96
BFKG-C2N1-96
BFKG-S1W-96
BFKG-C2E1-97
BFKG-C2N1-97
BFKG-S1W-97

6 15.0~310.0 3
8 15.0~410.0 3 4 5

4 5
6

10 15.0~510.0 4 5 6
12 20.0~610.0

20.0~710.0

20.0~810.0

5 6 8
8

5 6 815
6 8

8 10
8 10

10
10

10

12
12
12

10 12

20
12

1625

30.0~810.0
1630
16

20
35 20 24

16
20

24
30

6≤E≤Px6
6≤F≤Qx7

Q≤6
B≤F-2

Q=8、10
B≤F-3

Q≥12
B≤F-5

P≤6
A≤E-2

P=8、10
A≤E-3

P≥12
A≤E-5

BFKG-C2E1-66
BFKG-C2N1-66
BFKG-S1W-66
BFKG-J2E1-66

6 15.0~310.0 3
8 15.0~410.0 3 4 5

4 5
6

10 15.0~510.0 4 5 6
12

20.0~610.0

20.0~710.0

5 6 8
8

13 5 6 8
15 5 6 8
16 5 6 8 10
17

20.0~810.0

5 6 8 10

10
10

10

12
12
12

18 5 6 8 10 12
20 6 8 10 12
22 6 8 10 12 16
25

30.0~810.0

8 10 12 16
30 8 10 12 16 20
35  10 12 16 20 24
40 12 16 20 24 30

16

20
24

30

50 16 20 24 30

6≤E≤Px7
6≤F≤Qx6

Q≤6
B≤F-2

Q=8、10
B≤F-3

Q≥12
B≤F-5

P≤6
A≤E-2

P=8、10
A≤E-3

P≥12
A≤E-5

Model L

Minimum unit 0.1

P·Q

Code Dg6 Minimum unit 1

E·F A B

Ro
ta

tio
n 
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External Thread at Both Ends Shaft Body Not Processed
Stepped at Both Ends

Rotation Shaft



两端外螺纹型 轴身不加工

Optional processing
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jlcmc.com

External Thread at Both Ends Shaft Body Not Processed
Stepped at Both Ends

Rotation Shaft

Selection methodOptional icons

LD

MX( )

NX( )

Change of L dimension tolerance

Change external thread to fine pitch thread

PM( )

SPM( )

Add 1 plane PM()

Add 2 plane SPM ( )

Add 1 keyway JC()

Add 2 keyways SJC ( )

Add keyway on shaft end

JC( )

SJC( )

DQ( )

DP( )

KC( )

PC( )

QC( )

Add opening cam groove

Add retaining ring groove (with retaining ring)

 
D d V2
6 5 48 7

10 8 512 10

 LD
L<400 changed to L±0.05
L≥400 changed to L±0.1

D h
6~17 1

18~40 2
50 3

PM10-G3
SPM10-J3-Y10-X3
Minimum unit 1
When specifying G, J, or X, it must be 50 or less

KC10
Minimum unit 1
Applicable to specification D in the table on the right

DQ10-DP10
Minimum unit 1
DQ(DP)=4-L/2
For the retaining ring groove dimensions, see the shaft product introduction

WL
YL

External thread changed to left-hand thread

JC50-S10
SJC50-C8-K40-T10
Minimum unit 1
When specifying STC, it must be less than 100
When 3 keyways are required, please select both JC and SJC
For keyway details, see the shaft product introduction

NX10
When selecting, the P/Q size 
must be changed to MX/NX
When selecting, the P/Q size 
and MX/NX size must be the 
same

D MX·NX
6 3
8 3 6

10 —

4
4
4 6 8

12~13 — 6 8 10
15~16 —

5
5
5
5
5 6 8 10 12

17~18 — 6 8 10 12 15
20~22 — 6 8 10 12 15 17

25 — — 8 10 12 15 17 20
30 — — 8 10 12 15 17 20 25
35 — — 10 12 15 17 20 25 30
40 — — 12 15 17 20 25 30 35
50 —

—
—
—
—
—
—
— — 15 17 20 25 30 35 40

Pitch 0.35 0.5 0.75 1.0 1.5

 

PC10(QC10)
Minimum unit 1
PC·QC≥50, PC·QC≥E·F, P·Q≤5Not applicable
For keyway details, see the shaft product brief.

WL(YL)
Cannot select MX(NX) at the same time

LD

NX( )(fine thread)

MX( )(fine thread)

WL YL

JC( ) S( )

SJC( ) C( ) T( ) K( )

PC( ) QC( )

DQ( )

m

DP( )

m

d

KC( ) V2 d

SPM( )
J( ) X( )

Y( ) h

PM( ) G( ) h

Code 13


