
Bearing accuracy：GB/T 307.1 Grade 0
Equivalent to： JIS B 1514 Grade 0

Visual standards: first perspective
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Round flange
BHDM-ME1/MN1-Y
BHDM-MH1/SH1/SW-Y

Square flange
BHDM-ME1/MN1-F
BHDM-MH1/SH1/SW-F

Opposite side flange
BHDM-ME1/MN1-G
BHDM-MH1/SH1/SW-G
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Mounted Bearing
Double Bearing Guided Flange

No Retaining Ring Length and Size Selection

Order guide
Please refer to the series code to select the type and parameters for ordering.

M E1 Y- - - --B HD M
Major category Series

Category Bearing material 1

NL

Optional processing7Sealing ring5Type3

ZZ
Surface treatment2 Bearing model 4

623 L20
Width/Thickness6

Type
Round flange Square flange Opposite side flange

Material Surface treatment

Bearing Bearing housing Bearing housing

Bearing
 steel

Blackening
Electroless 

nickel plating

Natural color
 anodizedStainless

 steel

L
Selection

Model
Code Bearing model Sealing ring

ZZ
(Double

 cap type)

VV
(Non-contact
 rubber seal)

DD
(Contact-type
 rubber seal)

ZZ
(Double 

cap type)
With ★VV (non-contact rubber seal) does not apply to bearings 
of models 623, 624, 605, and 606.
VV (non-contact rubber seal), DD (contact rubber seal), bearing 
material is bearing steel.

Optional processing
Code NL

Optional processing No assembly of
 bearings, retaining rings

Technical 
description

No bearing and retaining 
ring assembly (shipped with)

Remaining

Customiz-
ation 
design


