
Bearing accuracy：GB/T 307.1 Grade 0
Equivalent to： JIS B 1514 Grade 0

Bearing accuracy：GB/T 307.1 Grade 0
Equivalent to： JIS B 1514 Grade 0

Visual standards: first perspective

Visual standards: first perspective

Standard flange type

Guided flange type
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Model L d DH7 B b1 H D2 T dh E D1g6 P.C.D d1 d2 H1 T1Code Bearing model

BHEJ-E1
BHEJ-N1

6902ZZ

6002ZZ

6903ZZ

6003ZZ
6904ZZ
6004ZZ
6005ZZ
6006ZZ
6007ZZ
6008ZZ

30 50 70
15

28 7 9 70 43

12

25 — 45 57

11 6.8 6.5 640 60 80* 32 9 11 75 48 28

18

50 62

40 60 80* 17 30 7 9 70 43 27 45 57

40 60 80* 35 10 12 75 48 31 50 62
40 60 80* 20 37 9 11 87 53

15
34 — 55 70

14 9.2 8.5 7
50 70 90* 42 12 14 92 58 36 22 60 75
50 80 100* 25 47 98 63 41 65 80 8
50 80 100* 30 55 13 15 120 78 18 48 27 80 100

17.5 11.2 10.570 100* 35 62 14 16 126 84 55 86 106 9
70 100* 40 68 15 17 140 92 20 60 — 95 116
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   0
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+0.025
   0

+0.021
   0

+0.025
   0 -0.010

-0.029

+0.030
   0 -0.012

-0.034

Code Bearing
 housing shape

1.Bearing 2.Fixed seat3.Cover 4.Cover fixing screw
Material Material Surface 

treatment Material Surface treatment

BHEJ-E1
BHEJ-N1 Standard flange Bearing

 steel S45C Blackening SCM435 Blackening
Electroless 

nickel plating SUS304 —

Code Bearing 
housing shape

1.Bearing 2.Fixed seat  3.Cover 4.Cover fixing screw
Material Material Surface treatment Material Surface treatment

BHEK-E1
BHEK-N1

Guided flange Bearing
 Steel S45C Blackening SCM435 Blackening

Electroless 
nickel plating SUS304 —

Model L S d DH7 B b1 H D2 T dh D1g6 P.C.D d1 d2 H1 T1Code Bearing model

BHEK-E1
BHEK-N1

6902ZZ

6002ZZ

6903ZZ

6003ZZ
6904ZZ
6004ZZ
6005ZZ
6006ZZ
6007ZZ
6008ZZ

40 60 80

10

15
28 7 9 70 43

12

25 45 57

11 6.8 6.5 650 70 90 32 9 11 75 48 28 50 62

50 70 90 17 30 7 9 70 43 27 45 57

60 80 100 35 10 12 75 48 31 50 62
60 80 100

15

20 37 9 11 87 53
15

34 55 70
14 9.2 8.5 7

70 100 42 12 14 92 58 36 60 75
70 100 25 47 98 63 41 65 80 8
70 100 30 55 13 15 120 78 18 48 80 100

17.5 11.2 10.580 100 35 62 14 16 126 84 55 86 106 9
80 100 20 40 68 15 17 140 92 20 60 95 116
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Order guide
Please refer to the series code to select the type and parameters for ordering.

N1 6902ZZ- L30--B HE J
Major category Series

Category Surface treatment1 Width/Thickness3
Bearing model 2

L size with ★ specification, the outer periphery of the embedded part is processed to avoid, and the effective length of D1g6 is only the E size part.

jlcmc.com

Mounted Bearing
Standard Flange/Guided Flange

Deep Groove Ball Bearing


