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花   

键
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Diameter7

Flange type nuts

See chart BHJK for dimensions of External thread rebate grooves.

BHJL h7 S55C SUJ2

M MC (A)
3 0.5 2.4

1.54 0.7 3.2
5 0.8 4.1
6 1.0 4.4 2
8 1.25 6.0 3

10 1.5 7.7
12 1.75 9.4 4
16 2.0 13.0
20 2.5 16.4 5
24 3.0 19.6

D≤20 2 rows of balls D≥25 4 rows of balls
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  0
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°

∅Q
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The allowable static moment MA1 is the value when using 1 nut; MA2 is the value when using 2 nuts in close contact.

D L M N
E B P C D L L S

Q C C C C M M

b t kgf kgf kgf·m kgf·m kgf·m kgf·m g kg/m

BHJK

6
55~500

M<P<D

2
0.5

14
10.5

25 16.7 1
2.5 1.2 137 225

0.46 0.76
0.39

3.48 14 0.22

8 16 27 15.7

1.5

0.6 0.99 3.82 16 0.39

10
55~700

21 13 33 20
3 15

285 397 1.62 2.25 0.95 8.53 37 0.6

13 24 15 36 396 540 2.89 3.94 1.5 12.46 52 1.03

16 65~700 31 17.5 50 34 2 3.5 2 545 849 4.77 7.43 3.71 26.09 130 1.56

20 75~800
1.0

35 29 56 39.7

3 4 2.5

724 1109 7.9 12.09 5.53 38 188 2.44

25 85~1000
4

42 36 71 50.3 1003 1593 21.99 43.01 10.35 68.59 285 3.8

30 95~1250 47 42 80 60 1160 1980 30.26 62.93 15.68 93.27 395 5.49

h7
1 1 2
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E=10~P×5

Dh7 L M N
E B P C

D L D T F
Q

P.C.D
C C C C M M

X V Z kgf kgf kgf·mkgf·mkgf·mkgf·m g kg/m

BHJL

6
55~500

E=10~PX5 M＜P＜D

2
0.5

14 25 30 6
75

1 22
3.4 6.5 4.5 137 225

0.46 0.76
0.39

3.48 36.7 0.22

8 16 27 32 8

1.5

24 0.6 0.99 3.82 47 0.39

10
55~700

21 33 42
9

10.5 32

4.5 8

4 285 397 1.62 2.25 0.95 8.53 100 0.6

13 24 36 44 11 33 4.5 396 540 2.89 3.94 1.5 12.46 117 1.03

16 65~700 31 50 51
10 18 2

40 6 545 849 4.77 7.43 3.71 26.09 226 1.56

20 75~800

1.0

35 56 58 42
5.5 9.5

5.4 724 1109 7.9 12.09 5.53 38 303 2.44

25 85~1000

4

8

8

8

8

10

10
4

42 71 65
13

26.5
3

52
8

1003 1593 21.99 43.01 10.35 68.59 458 3.8

30 95~1250

3

6

6

6

6

6

8

8

3

3

3

4

4

4

4
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4

4

5

5

5

5

8

5

5

6

6

6

6
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6

8

8

8

8

12 47 80 75 30 60 6.6 11 1160 1980 30.26 62.93 15.68 93.27 633 5.49

1 2 2
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The allowable static moment MA1 is the value when using 1 nut; MA2 is the value when using 2 nuts in close contact.

jlcmc.com

Solid Ball Spline
One End Step Male Thread Type One End Female Thread Type

Cylindrical Nuts/Flange Nuts

E10 -

Step length5

B5
Thread length6

N3
Thread size4

M3-

Thread size3

D6 L60--

Diameter1
Length2

B HJ K
Major category Series

CategoryOrder guide
Please refer to the series code to select the type and parameters for ordering.

Cylindrical nuts

BHJK Cylindrical nuts h7 S55C SUJ2 High frequency quenching 58~62HRC 

Code Nut shape
Material

Hardness
Spline shaft

Shaft to-
lerance Spline sleeve

Grind

Model

Code Minimum unit 1

Spline shaft

Model

Code
Minimum unit 1

Spline shaft

Minimum unit 1
Number 

of ball 
rows Chamfer

Minimum unit 1
Number 

of ball 
rows Chamfer

Spline sleeve

Oil hole

Keyway size

Basic rated load Basic locking torque Allowable static moment Weight
Spline sleeve

Spline sleeve

Spline shaft

Spline sleeve

Oil hole

Keyway size

Basic rated load Basic locking torque Allowable static moment Weight
Spline shaft

Specify B size according to usage requirem
ents

Specify B size according to usage requirem
ents

External thread
 rebate slot size chart

Coarse thread rebate slot size

Pitch

Remaining

Visual standards: first perspective

Remaining

Visual standards: first perspective

Code Nut shape Shaft 
tolerance

Flange type nuts High frequency quenching 58~62HRC

Material
Hardness

Spline shaft Spline sleeve

Sp
lin

e


