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Aluminum Base Linear Module
Screw Transmission Full Density Series

Base Width 65mm Single Guide

This product does not include a motor, the motor must be purchased separately.

    Motor weight not included.

Code Transm-
ission

Guide rail Operating
environment Slide type Base width

JTS6 Screw
transmission

Single
guideway

General
environment Standard Base width 65mm

Repeat
positioning

accuracy

±0.01mm

Max. load

30kg

    Motor weight not included.

Motor
mounting

method
Size

100 150 200 250 300 350 400 450 500 550 600 650 700 750 800

CM
(Motor

directly
connected)

L
A
M
N

Weight(kg)

Effective stroke

308 358 408 458 508 558 608 658 708 758 808 858 908 958 1008
35 45 55 65 35 45 55 65 35 45 55 65 35 45 55
5 6 7 8 10  11 12 13 15 16 17 18 20 21 22

12 14 16 18 22 24 26 28 32 34 36 38 42 44 46
2.82 3.05 3.27 3.5 3.72 3.94 4.17 4.39  4.62 4.84 5.06 5.29 5.51 5.74 5.94

100 150 200 250 300 350 400 450 500 550 600 650 700 750 800

CM
(Motor
folded
down)

L
A
M
N

300 3 50 400 4 50 500 550 600 650 700 7 50 800 8 50 900 9 50 1000
35 45 55 65 35 45 55 65 35 45 55 65 35 45 55
3 4 5 6 8 9 10 11 13 14 1 5 16 18 19 20
8 10 12 14 18 20 22 24 28 30 32 34 38 40 42

2.8 6 3.09 3.31 3. 54 3.77 3.99 4.22 4.44 4. 67 4.9 5.12 5.3 5 5.57 5.8 5.99

Motor mounting method: LM (motor left folded)

Motor mounting: RM (motor folded right)

LM (motor left folded)

45
60

116

85

2- ∅3H7    6

4-M5   12

42

Slide home 115
30±0.02

Slide mechanical limit 48±1

Slide mechanical limit 18±1

Effective stroke

65

65

11
2 23C

C

N∅4.5 or M5

A
L

L×40

65

60

2-M4   12

15 56

32

52

47

4.5
9.5

C-C

（Countersunk hole locking）

∅
8

∅
4.

5

RM (motor folded right)

45
60

116

85

2- ∅3H7    6

4-M5   12

42

Slide mechanical limit 48±1

Slide home 115
30±0.02

Slide mechanical limit 18±1

Effective stroke

11
2

65

65
23C

C

L
A

M-∅4.5orM5

65

60

2-M4   12

1556

32

52

47

4.5
9.5

C-C

(Countersunk hole locking)

∅
8

∅
4.

5

Order guide
Please refer to the series code to select the type and parameters for ordering.

CCM- -JTS6
Code Home switch6

5-

1 Motor mounting method3

P-
Motor brand4

50-
Effective stroke2

100W-

Motor specifications5

3-

Limit switch7Lead

Motor
mounting

method
Size

Weight(kg)

Effective stroke

Visual standards:
first perspective

Visual standards:
first perspective
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    Motor weight not included.

100 150 200 250 300 350 400 450 500 550 600 650 700 750 800

RM
(Motor

right
folded)

L
A
M
N

300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000
35 45 55 65 35 45 55 65 35 45 55 65 35 45 55
5 6 7 8 10 11 12 13 15 16 17 18 20 21 22

12 14 16 18 22 24 26 28 32 34 36 38 42 44 46
2.86 3.09 3.31 3.54 3.77 3.99 4.22 4.44 4.67 4.9 5.12 5.35 5.57 5.8 5.99

100 150 200 250 300 350 400 450 500 550 600 650 700 750 800

LM
(Motor

folded left)

L
A
M
N

300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000
35 45 55 65 35 45 55 65 35 45 55 65 35 45 55
5 6 7 8 10 11 12 13 15 16 17 18 20 21 22

12 14 16 18 22 24 26 28 32 34 36 38 42 44 46
2.86 3.09 3.31 3.54 3.77 3.99 4.22 4.44 4.67 4.9 5.12 5.35 5.57 5.8 5.99

DM (motor folded down)

45
60

116

65

85
2- ∅3H7    6

4-M5   12
42

30±0.02

Slide mechanical limit 48±1

Slide home 115
L

Slide mechanical limit 18±1
Effective stroke

145

65
23C

C

M×40 A

M-∅4.5or M5

32

15 56

60

2-M4    12

- M4 12

50
.5

4.5
9.5

C-C

(Countersunk hole locking)

∅
8

∅
4.

5

Motor mounting: DM (motor folded down)

Motor mounting method: CM (motor directly connected)

CM (Motor directly connected)

73

65

C

C

23

N∅4.5orM5

M×40 A

45
60

116

65

85

42

Brakes +30

Slide mechanical limit 56±1

Slide home 123
L

Slide mechanical limit 18±130±0.02 2- ∅3H7     6

4-M5   12

Effective stroke

32 1565

56

60

2-M4   12

4.5
9.5

C-C

(Countersunk hole locking)

∅
8

∅
4.

5

Aluminum Base Linear Module
Screw Transmission Full Density Series

Base Width 65mm Single Guide

Motor
mounting

method
Size

Weight(kg)

Effective stroke

Motor weight not included.

Motor
mounting

method
Size

Weight(kg)

Effective stroke

Visual standards:
first perspective

Visual standards:
first perspective
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Detailed parameter list

Matching servo motor list

Max. speed

For other motors, please consult our staff.
The models in the table are the motor and driver models for sale in our official website, 
the standard module model only provides the module part, not with the motor and driver.

If you need Omron brand or PNP type photoelectric switch, 
please communicate with us.

Motor specifications 100W servo

Perform-
ances

土0.01

5
30Horizontal use

10Vertical use

340

Repeat positioning accuracy(mm)

Max. load
(kg)

Rated thrust(N)

10
15
5

170

component

12Ball screw outer diameter

Limit switch

Linear guide specifications

SX672(NPN)
24×8.5*1 Single slide

Inductive switch

External type

No built-in model for this slide

Screw lead(mm)

Allowable torque table

Mxd
Myd
Mzd

20N.M
19N.M

16N.M

The torque values in the table are the dynamic 
allowable torque based on a stroke life of 10,000 
km for the slide.
Torque conditions:
Mx/Mxd+My/Myd+Mz/Mzd<1
(Mx, My, Mz are the actual moments in each 
direction respectively)

Description:
1. The actual load is subject to the following 
conditions.
(a) Satisfy the Max. load condition in the "Detailed
Parameter List".
(b) Satisfy the torque conditions in the "Table of
permissible moments".
Excessive use will significantly reduce the life of 
the slide.
2. The data in the table is based on a rated life 
of 10,000km.
3. Repeat positioning accuracy in the table is a 
unidirectional value.
4. Screw-driven sliding table to reach a certain 
stroke, the maximum speed needs to be 
appropriately reduced. In order to avoid the 
resonance of the slide, affecting the service life.
5. The rated acceleration of the slide is 0.3G, 
and the short stroke slide may not be able to
 reach the maximum speed.
6. If the sliding table is used vertically, please 
choose the motor with holding brake.

Mz

My
Mx

Model
Code

JTS6

5

 
 
50~800

Non-standard
stroke can be

customized

CM
(Motor directly connected)

DM (Motor folded down)
RM (Motor right folded)
LM (Motor left folded)

P (Panasonic)
Y (Yaskawa)
M (Mitsubishi)
T (Delta)

100W servo

External type
C(Motor side)

D
(Motor reverse side)

None
E(None)

External type
3(1*)
4(2*)

None
5(None)

10

Limit switch
Motor

specifications Home switchMotor brand
Motor mounting

method
Effective stroke

(min. unit 50)Screw lead

Screw
outer

diameter 50 100 150 200 250 300 350 400 450 550 600 650 700 750 800

12 100W
servo

5 250 225 220 175 150
10 500 450 400 350 300

Effective strokeScrew
lead

Motor
specifications

With or without brakes

MSMF012L1U2M
MADLN05SE

MSMF012L1V2M
HG-KN13J-S100

MR-JE-10A
HG-KN13BJ-S100
ECMA-C20401GS

ASD-B2-0121-B
ECMA-C20401FS

No brakes (horizontal)
With brake (vertical)

No brakes (horizontal)
With brake (vertical)

No brakes (horizontal)
With brake (vertical)

Servo motor model Drive model

100W

T Delta (B2)

P (Panasonic)

M (Mitsubishi)

Motor brand Motor capacity
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Aluminum Base Linear Module
Screw Transmission Full Density Series

Base Width 65mm Single Guide
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