
If W < 2X + 30, the center hole is not available.
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Bellows Cover
U Type

Nylon Fabric/Fire-Resistant Fabric

Order guide
Please refer to the series code to select the type and parameters for ordering.

-B
Major category

MH

Category

B
Series

0.25

Thickness1

L50
Extended Length2

- X15

Fold Height3

- W60
Outside Width4

- H30

Outside Height5

-

Code Type
Protective Fabric Mounting Flange Support Plate

Material Material Thickness Material Thickness

BMHB-0.25
U Type

Nylon 0.25
Stainless Steel 2.0 Black PVC Sheet 1.0

BMHB-0.4 Fire-Resistant 0.4

Thickness

Fireproof cloth offers flame-retardant properties and can withstand transient temperatures up to 200°C ‒ 300°C.
Note that it does not provide waterproofing.

Customiz-
ation
design

Mounting Flange

Protective Fabric

Support Plate

Mounting Flange
BMHB-0.25
Lmin=3.2[Lmax/(2X-10)+2]+10 (X≤30, W≤600)
Lmin=4[Lmax/(2X-10)+2]+10 (X>30, W≤600)

BMHB-0.4
Lmin=3.6[Lmax/(2X-12)+2]+10 (W≤600)

This bellows cover is only suitable for horizontal
reciprocating motion. It must not come into
contact with corrosive liquids or sharp chips.
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Mounting Hole Diameter D

Code
Outside Height HOutside Width WFold Height X

Extended Length L max

Visual standards:
first perspective


