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JHB8 Base width 82mm ±0.04

Effective
 stroke
Strok

100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200 1250

L
A
M
N
P

KG

Motor 
mounting
 method

UM
(Motor 
Upper
 Fold)

431381 481 531 581 631 681 731 781 831 881 931 981 1031 1081 1131 1181 1231 1281 1331 1381 1431 1481 1531
100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50

1 2 2 3 3 4 4 5 5 6 6 7 7 8 8 9 9 10 10 11 11 12 12 13
6 8 8 10 10 12 12 14 14 16 16 18 18 20 20 22 22 24 24 26 26 28 28 30

100 150 200 250 300 360 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200 1250
3.42 3.69 3.97 4.25 4.52 4.8 5.07 5.35 5.63 5.9 6.17 6.44 6.71 6.98 7.25 7.52 7.79 8.06 8.33 8.6 8.87 9.14 9.41 9.68

Effective
 stroke
Strok

100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200 1250

L
A
M
N
P

KG

Motor
 mounting
 method

DM
 (motor
 folded
 down)

431381 481 531 581 631 681 731 781 831 881 931 981 1031 1081 1131 1181 1231 1281 1331 1381 1431 1481 1531
100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50

1 2 2 3 3 4 4 5 5 6 6 7 7 8 8 9 9 10 10 11 11 12 12 13
6 8 8 10 10 12 12 14 14 16 16 18 18 20 20 22 22 24 24 26 26 28 28 30

100 150 200 250 300 360 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200 1250
3.42 3.69 3.97 4.25 4.52 4.8 5.07 5.35 5.63 5.9 6.17 6.44 6.71 6.98 7.25 7.52 7.79 8.06 8.33 8.6 8.87 9.14 9.41 9.68
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UM (motor up-fold)

DM (motor folded down)

This product does not include a motor, the motor must be purchased separately.

jlcmc.com

Base Width 82mm
Track Inlay Series

Order guide
Please refer to the series code to select the type and parameters for ordering.

CUM- -JHB8
Code Home switch6

48-

Lead1 Motor mounting method3

P-
Motor brand4

100-
Effective stroke2

400W-

Motor specifications5

3-

Limit switch7

Code
Transm-

ission Guide rail Operating 
environment Slide type Base width

Screw
 transmission

Guideway-
free

General 
environment Standard

Repeat 
positioning 

accuracy

Visual standards: first perspective

Visual standards: first perspective



导
轨
内
嵌
式
直
线
模
组

Effective 
stroke
Strok

100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200 1250

L
A
M
N
P

KG

Motor 
mounting
 method

RM
(Motor
 right

 folded)

381 431 481 531 581 631 681 731 781 831 881 931 981 1031 1081 1131 1181 1231 1281 1331 1381 1431 1481 1531
100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50

1 2 2 3 3 4 4 5 5 6 6 7 7 8 8 9 9 10 10 11 11 12 12 13
6 8 8 10 10 12 12 14 14 16 16 18 18 20 20 22 22 24 24 26 26 28 28 30

100 150 200 250 300 360 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200 1250
3.42 3.69 3.97 4.25 4.52 4.8 5.07 5.35 5.63 5.9 6.17 6.44 6.71 6.98 7.25 7.52 7.79 8.06 8.33 8.6 8.87 9.14 9.41 9.68

Effective 
stroke
Strok

100 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200 1250

L
A
M
N
P

KG

Motor
 mounting
 method

LM
(Motor 

left
 folded)

381 431 481 531 581 631 681 731 781 831 881 931 981 1031 1081 1131 1181 1231 1281 1331 1381 1431 1481 1531
100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50 100 50

1 2 2 3 3 4 4 5 5 6 6 7 7 8 8 9 9 10 10 11 11 12 12 13
6 8 8 10 10 12 12 14 14 16 16 18 18 20 20 22 22 24 24 26 26 28 28 30

100 150 200 250 300 360 400 450 500 550 600 650 700 750 800 850 900 950 1000 1050 1100 1150 1200 1250
3.42 3.69 3.97 4.25 4.52 4.8 5.07 5.35 5.63 5.9 6.17 6.44 6.71 6.98 7.25 7.52 7.79 8.06 8.33 8.6 8.87 9.14 9.41 9.68
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RM (motor folded right)
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Base Width 82mm
Track Inlay Series
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Visual standards: first perspective

Visual standards: first perspective



Allowable torque table

MZ
MY
MX

318N.M
318N.M
626N.M

The torque values in the table are the dynamic 
allowable torque based on a stroke life of
 10,000 km for the slide.
Torque conditions.
(Mx, My, Mz are the actual moments in 
each direction)

Description.
1. The actual load is subject to the following conditions.
(a) Satisfy the Max. load condition in the "Detailed 
Parameter List".
(b) Satisfy the torque conditions in the "Table of 
permissible moments".
Excessive use will significantly reduce the life of the slide.
2. The data in the table is based on a rated life of 10,000km.
3. Repeat positioning accuracy in the table is a 
unidirectional value.
4. Rated acceleration time of slide ≥ 0.4S, short
 stroke slide may not be able to reach the maximum speed.

导
轨
内
嵌
式
直
线
模
组

JHB8 100~1250
Non-standard 
stroke can be
 customized

60 stepper
400W servo

External type
C (motor side)
D (motor
 reverse side)
None
E  None

External type
1*
2*
None
5
None

48

UM (motor up-
folding)
DM (motor folded 
down)
RM (motor folded
 right)
LM (motor left folded)

P (Panasonic)
Y (Yaskawa)
M (Mitsubishi)
T (Delta)
L (Race)

Detailed parameter list
400W servo60 stepper

土0.04

Max. speed(mm/s)
48

800
20

2000
15

—
8561

50~1250mm/50mm interval
Belt width 15

Inductive 
switch External type SX674(NPN)

Lead(mm)

MX MY

MZ

If you need Omron brand or PNP type photoelectric switch,
 please communicate with us.

jlcmc.com

Base Width 82mm
Track Inlay Series

Model
Code

Limit switchMotor
 specifications

Home switchMotor brandMotor mounting
 method

Effective stroke
 (min. unit 50)Screw lead

Perfor-
mances

Repeat positioning accuracy(mm)

Max. load
(kg)

Horizontal use

Vertical use

Rated thrust (N)
Standard stroke (mm)

Comp-
onent

Recommended motor specifications
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