
1 set: 3 rail seats / 2 rail pieces / 8 end screws.
Other Specifications Can Be Customized.

There Is A Risk Of Rust During Installation And Use. Please Be Sure To Take Anti-Rust Measures.
The travel of the crossed roller rail cannot be used as a hard stop for the mechanism,otherwise it may damage the rail. Please be sure to take this into
account during design and use.
The crossed roller rail has low impact resistance. Dropping it or applying excessive force may cause rail abnormalities. Please exercise sufficient caution
during use.
Before the rail is securely mounted and fixed, the rail piece (retainer) assembly may cause the rollers to fall off when subjected to external forces.
Please exercise sufficient caution during use.
The precision of the slide rails is precisely controlled as a complete set to manage the mutual tolerances between components. Mixing different sets of
 slide rails during use may result in changes in accuracy. Please exercise sufficient caution during assembly.
When used at half stroke or at high speed, the retainer of the crossed roller guide may shift due to inertial force when the slide table stops.
As a countermeasure to prevent retainer shift, the use of a crossed roller guide with an integrated rack and pinion is recommended.
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Order guide
Please refer to the series code to select the type and parameters for ordering.

-VRM3
Code

50

Rail Length1

7
Number of Rollers2

-

VRM3 SUJ2 36mm

Code Cost Performance Type Body Material Combination Width

Standard Type Standard Type
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Visual standards:
first perspective

Model

Code

Assembly External RetainerMounting

W T H W1 i i1 J n×F G F1 D M×d×h Da Rg e fL

Dimensions

VRM3

50

36 8.5 8 17 0.5 2.5 29 12.5 25 4 M4×6×3.1 3 25 3 5

75
100
125
150
175
200
225
250
275
300

1×25 36
2×25 51
3×25 71
4×25 86
5×25 106
6×25 121
7×25 141
8×25 156
9×25 176

10×25 191
11×25 211
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28
48
58
78
88

108
118
138
148
168
178

Allowable Preload μm

Basic Load Rating (Per Roller)

Mass (Rail) kg/m

Cz kN Coz kN

Model

Code L

Max. StrokeNumber of Rollers Z

VRM3 -4

50 7

0.636 0.275 0.45

75 10
100 14
125 17
150 21
175 24
200 28
225 31
250 35
275 38
300 42


