@LC Oil-Free Bushin
&LCJLCMC Copper Alloy Shoulder Typge
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@ Please refer to the series code to select the type and parameters for ordering.
Code Bushing Shape | wall Thickness @ Material Inner Tolerance Outer Diameter
BWYH-B Standard Type
Shouldered Type High-Strength Brass (SP2 Embedded Solid Lubricant) E7 6
BWYH-E Thin-Wall Type
Standard Type Thin-Wall Type
BWYH-B BWYH-E
2-C0.5
RO.5 2-C0.5 R0.5
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2~5 M/

Other End 1~3 2~5

@ Mating seat diameter tolerance for this product: H7 (for reference only) E‘

Visual standards:
first perspective

0o

Model
LO® Dr6 D1 T
Code der @
5 003 10 12 15 20 9 10,028 14
6 0020 10 12 15 20 25 10 00 16 5
8 40040 10 12 15 20 25 30 12 20
10 D 10 12 15 20 25 30 35 14 0534 22
12 10 12 15 20 25 30 35 18 25
13 10 12 15 20 25 30 35 19 26
Standard Type | 15 853 10 12 15 20 25 30 35 21 28 3
BWYH-B 16 12 15 20 25 30 35 40 50 22 s 29
18 15 20 25 30 35 40 50 24 32
20 15 20 25 30 35 40 50 30 40
25 188% 15 20 25 30 35 40 50 60 35 45
30 1520 25 30 35 40 50 60 40 40,050 50 5
35 15 20 25 30 35 40 50 60 45 0054 60
40 | 9% 15 20 25 30 35 40 50 60 50 65
50 25 30 35 40 50 60 60 9880 75
5 R 10 12 15 20 7 11
6 0020 10 12 15 20 25 8 ot 2 5
8 10,040 10 12 15 20 25 10 14
) 10 0025 10 12 15 20 25 30 12 16
Thin-Wall Type 1) 10 12 15 20 25 30 15 1003 21
BWYH-E 13 +0,050 12 15 20 25 30 16 00 22 3
15 0032 10 12 15 20 25 30 18 24
16 10 12 15 20 25 30 40 20 26
20 12 15 20 25 30 40 50 24 3% 32
25 884 15 20 25 30 40 50 29 37 4
30 20 25 30 40 50 34 352 2
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