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Taper / Countersunk Hole Oil-Free Gasket
Thrust Gasket

Oil-free gasket

Oil-free
gasket

Thrust gasket

Code Category Material Surface
treatment

Heat resistance
temperatureSubstrate Intermediate

layer Surface layer
BWYS Thrust gasket SPCC Bronze

powder
Polytetrafluoroethylene

(PTFE)  Tin plating -200~280°C
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BWYR-R
Taper hole type (for hexagon socket countersunk head screws)

BWYR-C
 Countersunk hole type (for hexagon socket thin cheese head screws)

Code Mounting
hole shape Category Material

BWYR-R Taper hole High force brass (SP2)
inlaid with solid

lubricantBWYR-C Countersunk hole

Model
T D D

Mounting holes Chamfer
Code Specifi-

cation P.C.D Quantities BWYR-R BWYR-C a bCountersunk
head screws d d t

Taper hole
BWYR-R

Countersunk
hole

BWYR-C

6

3(4)

6 25 15

2

M3 3.6 6 2.4

1.5 0.28 8 28 18
10 10 30 20
12 12 40 28

2

0.3

13 13
15 15

50 3516 16
18 18
20

5
20

M5 4.6 7.5 3 2.525 25 55 40
30 30 60 45
35 35 70 50
40 7 40 80 60 M6 5.6 9 4 3 0.4
50 8 50 100 75 4 4 0.5

1

1 2

Model t d D Mounting holes
Code Specification d P.C.D

BWYS

6

1.5

8 16 1.1 12
8 10 18 14

10 12 24 1.6 18
12 14 26

2.1
20

14 16 30 23
16 18 32 25
18 20 36

3.1
28

20 22 38 30
22 24 42 33
25 28 48

4.1

38
30 32 54 43
35 38 62 50
40 42 66 54
50 2.0 52 78 65

1
+0.30
+0.10

+0.375
+0.125

Screws need to be purchased separately.

 dimensions for BWYR-C sizes 6 to 18 are those within ().

R 6--B WY R
Series

Mounting hole shape1
Specification2Major category

CategoryOrder guide
Please refer to the series code to select the type and parameters for ordering.

Visual standards:
first perspective

Visual standards:
first perspective


