
Connection block spacing P5

P50

同
步
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Belt type H h L Unit weight q/m (width 10mm)

(without connecting blocks)

(without connecting blocks)

T5 2.2 1.2 1.8
T10 4.5 2.5 3.5

Timing belt size chart

Code Belt shape Tooth
 pitch

Material
Belt type

Organo-
silicon

Connection
 block

CDTH-T5 Conveying
 type

5.0  
Core wire

Connection
 block

Polyhexyl
 esterCDTH-T10 10.0  

P Tolerance

30~200 ±0.4

300~4000 ±0.8

Link block spacing tolerance

5~50 ±0.5

Belt width
(mm) E F T

Connecting 
block weight

(g)

T5
10 9

10 3
0.33

15 14 0.53
20 19 0.72
25 24 0.90

T10

15 14
10

5

0.85
20 19 1.16
25 24 1.46
30 29 15 2.65
40 39 3.58
50 49 20 6.01

Belt type 

Connection block A size Connection block B size
E F G K T d

T5
10 9 10 5.5 —

3
3.6 0.31

15 14 15 9 4.6
4.6
5.6
4.6
5.6

6.6

0.71
20 19 5 0.95
25 24 20 13 6 1.60

T10

15 14 15 9 —

5

1.20
20 19 5 1.54
25 24

20 13
6 2.65

30 29
7

3.13
40 39 4.39
50 49 5.60

Connection block C size
E F T C

T10

25

25 6.5 7.8 15 3.9
30
40
50

F±
0.

4

E±0.4 T±0.4
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connection block  A
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±
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4

T±0.42-∅ d

connection block   B
Belt width：10mm,15mm

K±0.4 K±0.4

E±0.4

F±
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4

G
±

0.
4

T±0.42-∅ d

Belt width: 20mm,25mm,30mm,40mm,50mm

connection block  C
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Connection block spacing P

Tooth pitch

h H
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Connection block type selection (A.B.C) Connection block type selection (A.B.C)
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Polyurethane Timing Belt
Conveying Type

-T5

Belt type1

700
Nominal belt width2

100 -
Connection block type4

A

Belt circumference3Order guide
Please refer to the series code to select the type and parameters for ordering.

C DT H
SeriesMajor category

Category

Tolerance of belt nominal width
Belt width(mm) Tolerance

Belt width
(mm)

Connecting 
block weight

(g)
Belt type 

Belt width
(mm)

Connecting 
block weight

(g)
Belt type 

Visual standards: 
first perspective
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Model Belt circu-
mference

Connection 
block type

Connection block spacing
P Number 

of teeth
Code Nominal 

belt width Minimum unit 50

CDTH-T5

100
(10mm)

150
(15mm)

200
(20mm)

250
(25mm)

A

B

50~1200

50~2000

100~4000  

700
750
800
850
900
950

1000
1050
1100
1150
1200
1250
1300
1350
1400
1450
1500
1550
1600
1650
1700
1750
1800
1850
1900
1950
2000
2000
2050
2100
2150
2200
2250
2300
2350
2400
2450
2500
2550
2600
2650
2700
2750
2800
2850
2900
2950
3000
3050
3100
3150
3200
3250
3300
3350
3400
3450
3450
3500
3550
3600
3650
3700
3750
3800
3850
3900
3950
4000

140
150
160
170
180
190
200
210
220
230
240
250
260
270
280
290
300
310
320
330
340
350
360
370
380
390
400
400
410
420
430
440
450
460
470
480
490
500
510
520
530
540
550
560
570
580
590
600
610
620
630
640
650
660
670
680
690
690
700
710
720
730
740
750
760
770
780
790
800

A

B

C

50~2400

100~4000  

700
750
800
850
900
950

1000
1050
1100
1150
1200
1250
1300
1350
1400
1450
1500
1550
1600
1650
1700
1750
1800
1850
1900
1950
1950
2000
2050
2100
2150
2200
2250
2300
2350
2400
2450
2500
2550
2600
2650
2700
2750
2800
2850
2900
2950
3000
3050
3100
3150
3200
3250
3300
3350
3400
3400
3450
3500
3550
3600
3650
3700
3750
3800
3850
3900
3950
4000

70
75
80
85
90
95

100
105
110
115
120
125
130
135
140
145
150
155
160
165
170
175
180
185
190
195
195
200
205
210
215
220
225
230
235
240
245
250
255
260
265
270
275
280
285
290
295
300
305
310
315
320
325
330
335
340
340
345
350
355
360
365
370
375
380
385
390
395
400

CDTH-T10

150
(15mm)

200
(20mm)

250
(25mm)

300
(30mm)

400
(40mm)

500
(50mm)
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Polyurethane Timing Belt
Conveying Type

Model Belt circu-
mference

Connection 
block type

Connection block spacing
P Number 

of teeth
Code Nominal 

belt width Minimum unit 50
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