—~ Roller
Jece JLCMC With Bearing Straight Column/Circular Type Unlined
Piping/Piping with Set Screw Unlined
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@ Please refer to the series code to select the type and parameters for ordering. @ Please refer to the series code to select the type and parameters for ordering.
O With bearing type
Shape® Roller (ball) g|Lining (shell) | Bearing |  Roller (ball) @ [ih
Straight column | Circulararc | material material | material |surface treatment
CGLA-C2E1-Z |CGLA-C2E1-Y S45C Blackening 1 t
CGLA-C2N1-Z |CGLA-C2N1-Y _ Bearing Electroless nickel plating
CGLA-S1IW-Z  |CGLA-SIW-Y SUS304 steel —
CGLA-A1H1-Z |CGLA-A1H1-Y A5052 Natural color anodizing
Straight column Circulararc 32
CGLA-C2E1/C2N1/SIW/AIH1-Z CGLA-C2E1/C2N1/SIW/ALIH1-Y
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e Visual standards:
first perspective
Model = LO® D d D7) di S Applicable bearings
Code Speao\canon
20 20
Straioh l > 5 15 20 25 30 40 50 25 6 15 9.9, 5 BCTC-M1-P-696Z2Z X2
traight column  Circulararc = ™5 30 19 6 |BCTC-M1-P-69877 %2
CGLA-CE1-Z  CGLA-C2ELY e 8 i 7 |BCTC-M1-P-608ZZx2
CGLA-CN1-Z  CGLA-C2NLY =0 20 25 30 40 50 35 22 6 WIBCTH-MI4E¥R90022 X 2
CGLA-SIW-Z  CGLA-SIW-Y 10 179 Ml S
CGLA-AIH1-Z CGLA-AlH1y |40A 20 25 30 40 50 40 26 o i )
40 12 28 23.9 BCTH-M1-P-6001ZZ X 2
50A ) 10 BCTH-M1-P-6201Z2Z X2
20 25 30 40 50 100 50 32
50 15 27.9 9 BCTH-M1-P-6002ZZ X2
O Piping/Piping with set screw type
Roller (ball) material Lining (shell) | Roller (ball) surface | Lining o=
Code Type © [1) material treatment hardness e
distributy
CGLB-AL-F1 ISccl;lnt‘;ollon A5052 Ng;lggilzciglor -A—'
_COLB-ALF2 | piping with _ i _
CGLB-C2-F2 set screw S45C Electroless Nickel Plating
CGLB-S1-F2 type SUS304 E
Piping type Piping with set screw type 32
CGLB-Al-F1 CGLB-A1/C2/S1-F2
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Visual standards:

@The bushing with*is aluminum alloy material, not oil-free bushing. first perspective
Model di
Code 56) dno®@ LO CGLB-Al-F1 CGLB-A1-F2 CGLB-C2-F2 CGLB-S1-F2 D1 S M
A5052 A5052 S45C SUS304
| 8 |
30 10 50 151 14.9 15.6 179 22
12 80 M4
Adaptor type 12
100
CGLB-AL-F1 40 15 150 r 169 22.6 21.9 33 10
20 200 221 219
Piping with set 20 250 M5
R o type 50 G 00 271 26.9 29.6 27.9 40
CGLB-AL-F2 60 25 | 350 321 319 45 M6
CGLB-C2-F2 30 400
CGLB-S1-F2 25 450 — —
80 30 500 411 40.9 55 15 M8
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