
Visual standards: first perspective

Visual standards: first perspective

With threaded hole type

With keyway/keyway threaded hole type

Keyway size

Remaining
3.2

Remaining
3.2

Feature: Roller and shaft sections can be bolted.
PU may develop discoloration over time, but its properties do not affect use.

PU may develop discoloration over time, but its properties do not affect use.
See CGLN for optional processing

Roller
With Threaded HoleWith Keyway/Keyway Threaded Hole

Straight column typeWith liner

Code Selection method

BP

Change to 
black

anti-static
 PU

BP
Changed ordinary PU to anti-static PU.
The surface resistivity of PU with a hardness 
of Shore A90 is 4.0 x 109 Ω-M;

The surface resistivity of PU with Shore A50
 and Shore A70 hardness is 1.0 x 108 Ω-M. 
(Temperature 30°C / Humidity 60%)

Optional processing 
Optional

 processing 

Order guide
Please refer to the series code to select the type and parameters for ordering.

S1 A90- - - - - -C GL N
Major category Major categorySeries

Category CategoryRoller material1

D20

Outer diameter4

L15

Length6
Liner hardness3

d8
Inner diameter5

BP
Optional processing8

Order guide
Please refer to the series code to select the type and parameters for ordering.

S1 E- - - - - - -C GL P
Series

Roller material1

A90

Liner hardness3

d8

Inner diameter5

T3

Liner thickness7
Type2

D20
Outer diameter4

L20
Length6

BP
Optional

 processing8

Code Type Shape Roller material Liner (shell) material Liner (shell) color Liner hardness

CGLN-S1-A90
CGLN-S1-A70
CGLN-S1-A50
CGLN-A1-A90
CGLN-A1-A70
CGLN-A1-A50

With threaded 
hole

Straight 
column

SUS304

PU Natural

Shore

Shore
Shore
Shore
Shore

Shore

A90
A70
A50

A5052
A90
A70
A50

Model dH7 L M
Code D

20
25
30
35
40
50
60
80

8
15 20 25 30 40 50 M38 10 12

8 10 12 15

10 12 15 20 20 25 30 40 50 M4

12 15 20 25 25 30 40 50 100
M512 15 20 25 30 30 40 50 100

15 20 25 30 40 50 100

CGLN-S1-A90
CGLN-S1-A70
CGLN-S1-A50
CGLN-A1-A90
CGLN-A1-A70
CGLN-A1-A50

Type Shape Roller material Liner (shell) material Liner (shell) color Liner hardness
With keyway With keyway threaded hole

—

CGLP-S1-EA90 CGLP-S1-FA90
CGLP-S1-EA70 CGLP-S1-FA70
CGLP-S1-EA50
CGLP-A1-EA90 CGLP-A1-FA90
CGLP-A1-EA70 CGLP-A1-FA70
CGLP-A1-EA50 CGLP-A1-FA50

Straight
 column

SUS304

PU Natural

A90
A70
A50

A5052
A90
A70

Shore
Shore
Shore
Shore
Shore
Shore

A50

dH
7

D±
0.

15

L  0
-0.15

1.6

3

M+1 2-M

D±
0.

15

L  0
-0.15

1.6

T

t

b

D±
0.

15

L  0
-0.15

1.6

M+1 2-M

t

b

T

dH7 dH7

With keyway type
CGLP-S1-EA90/EA70/EA50
CGLP-A1-EA90/EA70/EA50

With keyway threaded hole type
CGLP-S1-FA90/FA70
CGLP-A1-FA90/FA70/FA50

dH7
L

Min. unit 1 T M
Code

Model
D

20
25
30
35
40
50

50A
60
80

100

8

20~100

3
M38 10 12

8 10 12 15
10 12 15 20

M4
10 12 15 20 25
10 12 15

5

10
M512 15 20

15 20 25
20 25 30 M6

With keyway
CGLP-S1-EA90
CGLP-S1-EA70
CGLP-S1-EA50
CGLP-A1-EA90
CGLP-A1-EA70
CGLP-A1-EA50

With keyway 
threaded hole
CGLP-S1-FA90
CGLP-S1-FA70
CGLP-A1-FA90
CGLP-A1-FA70
CGLP-A1-FA50

Shaft 
diameter b t

d Reference 
size

Deviation
(JS9)

Reference 
size

Deviation

8
10
12
15
20
25
30

3 1.4

4 1.8
5 2.3
6 2.8

8 3.3

±0.0125

+0.1
   0

±0.0150

±0.0180 +0.2
   0

dH7

bJS9

t

Ro
lle

r

Customiz-
ation 
design

Customiz-
ation 
design
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