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Guide wheel

BVGH No 2, No 3, -BVGHS No 2, No 3 became with Buna-N metal bearing caps.

V-Rail Guide Wheel
90°  SUJ2

V-Guide Rail
90°  Single Edge Rail

   

kgf=N×0.101972
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Dimensions with * are for reference sizes only.

Type
A B d

D MDW
(G)* (H)* K

Radial load
(LRmax.)

(N)

Thrust load
(LSmax)

(N)Model E~F
Clearance

CGMH
1 19.557 7.874 4.762 15.848 7.924 11.861 1 0.5

0.229
1220 252

2 30.7 33 11.099 9.525 25. 399 12.7 18.2 36 1.4 0.7 2650 625
3 45.718 15.874 11.999 38.099 19.049 26.974 2 1 5900 1701
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Groove part

Single edge rail

Code Type Shape Bearing
material

90°

Category

Single
edge rail SUJ2

Carbon steel

SUS440C
CGMJ-C
CGMJ-S6

Material

Code Type Shape Bearing
material

90°

Category

Guide wheel SUJ2CGMH

Type E
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土1.0
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0.2Type

CGMJ-C
CGMJ-S6

1
90~1790

11.1 4.75
0.79

1.57 3.18 3.5 4
20 502 15.88 6. 35 2.36 4.75 4.5 5.5

3 22.2 3 8.71 1.57 2.77 6. 35 5.5 8
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Order guide
Please refer to the series code to select the type and parameters for ordering.
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