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Code

CGNA-A1-Z
CGNA-S1-Z

Straight
column

type
—

Liner Bearing

POM
(White)

A5052
SUS304

CGNA-A1-Z1
CGNA-S1-Z1

Bearing
type Steel

A5052
SUS304

Material
Core materialShape

Resin Roller
Straight Column/With Bearing Type

Press-in Type

Straight column type

Bearing type

Material colour please prevail in kind, there may be a slight colour difference between different batches; 
The roughness of the surface of the product may also vary from batch to batch.

Resin materials are easily deformed by temperature changes, resulting in dimensional changes. For every 1℃ change in temperature, 
the dimensions may change by about 0.1mm. When storing the product, please keep it at about 20℃.

树Resin materials are prone to dimensional changes due to water absorption, so please do not store them for long periods of time.

When L ≤ d × 3, the d hole is machined from a single direction.
For L>d x 3, machine the d holes from both sides in the shape shown above. 
(Sometimes there may be no avoidance machining)
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Code

CGNA-A1-Z1
CGNA-S1-Z1
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Straight column type
CGNA-A1-Z
CGNA-S1-Z

Bearing type
CGNA-A1-Z1
CGNA-S1-Z1

-

Core material
Shape

A1

Order guide
Please refer to the series code to select the type and parameters for ordering.
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Major category Series

Category 1
2

Z -

Outer diameter

D20

3
Inner diameter

d8
4

-

Length

L15

5

-

Visual standards:
first perspective


