
Code Width Material

DHGA Two-Section 1/2 Extension 10.6 SUS304

Number of Sections Features

Two-Section·1/2 Extension

10
.6

5∅2.5L3

9.5

L4

L5

L6

L7

L3

L4

L5

L6

L710

M2.3 Extruded Threaded Hole Passage Hole

Open State

Closed State

L1±3 L±1

Features:
Ultra-Compact Slide Rail With A Width Of 10.6 mm
Recommended M2.3 Flat Head Small Screws
Notes:
The Mounting Screw Length Must Not Be Too Long; Otherwise, It May Contact The Retainer And Affect Sliding Performance.
Lubricant: G-03031X
Sold Per Piece
Load Capacity And Weight Are For Reference Only
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Light-Duty Type Two-Section
Industrial Drawer Slide

10.6 mm Width 1/2 Extension / 14 mm Width Bi-Directional Extension SUS304
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Order guide
Please refer to the series code to select the type and parameters for ordering.

-D
Major category

A
Series

HG

Category

L50

Slide Length1

DHGA

50 25 30 — —
—

—
5kgf

0.01
95 56.2

15
60

75 0.01
155 116.2

120
135 0.02

215 162.4 75 180 195 0.03

L3 L4 L5 L6 L7 Load (Per Pair) Ref.Weight(kg/pcs)
Model

Code L (Slide Length)
L1 (Slide Stroke)

Visual standards:
first perspective



Features:
Ultra-Compact Slide Rail With A Width Of 14 mm;
Bi-Directional Extension;
Recommended M2.6 Flat Head Small Screws.
Notes:
The Mounting Screw Length Must Not Be Too Long; Otherwise, It May Contact The Retainer And Affect Sliding Performance;
Lubricant: G-03031X.
Sold Per Piece.
Load Capacity And Weight Are For Reference Only.
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jlcmc.com

Light-Duty Type Two-Section
Industrial Drawer Slide

10.6 mm Width 1/2 Extension / 14 mm Width Bi-Directional Extension SUS304
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Code Width Material

DHGB Two-Section Bi-Directional Extension 14 SUS304

Number of Sections Features

Two-Section·Bi-Directional Extension

DHGB

70 29.9 30
60

110

10kgf

0.02
100 34.5

85

50
80

105
0.03

125 46.8 0.04
150 71.8 130 0.05

L3 L4 Load (Per Pair) Ref.Weight(kg/pcs)
Model

Code L (Slide Length)
L1 (Slide Stroke)

Visual standards:
first perspective


