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Stainless Steel Butterfly Hinge
Countersunk Type / Countersunk Type with Positioning

Flat Type

Countersunk Type

 

Brushed Finish
DJQU

Electropolishing
LC-HFL12
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Order guide
Please refer to the series code to select the type and parameters for ordering.

-D
Major category

U
Series

JQ

Category

50

Specification1

Code Mounting Hole Type

DJQU

LC-HFL12
SUS201 Symmetrical Type Countersunk Type

Electropolishing

Surface TreatmentBody ShapeHole PositionMaterialCPR

Economy Type Flat Type
Brushed Finish

Compliant with RoHS Standards

L W L1 W1 H T

DJQU 50 38.5 50 25 32 2.1 1.2

Model

Code Specification

4 0.03DJQU 50

Model

Code Specification
D d d1 d2

6.1 4.1 3.2 5.9

Load(kg) Ref.Weight(kg/pcs)

Visual standards:
first perspective

The allowable load is the value when two pieces are used.

L W L1 W1 T Number of Sections

LC-HFL12
25 20 25 11 15.6 0.7

332 22 32 13.8 21.5 0.8
38 26 38 15.7 27 0.9

Model

Code Specification

LC-HFL12
25

0.0132
38

Model

Code Specification
Load(kg) Ref.Weight(kg/pcs)d1 d2 d D

2
3.6 3.4 4.2 2.4
3.8 3.4 4.4 3
4 3.5 4.7 4.5
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Stainless Steel Butterfly Hinge
Countersunk Type / Countersunk Type with Positioning

Flat Type

Tapered Hole with Positioning Type

Code Mounting Hole Type

DJQV SUS304 Symmetrical Type Tapered Hole with Positioning Type

Surface TreatmentBody ShapeHole PositionMaterialCPR

Economy Type Flat Type Brushed Finish
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4-∅d Through Hole
∅D×90°

L W L1 L2 W1 H T d1

DJQV 40 40 40 28 22 13 5.2 1 3

Model

Code Specification

4.2DJQV 40

Model

Code Specification
d D Number of Sections

6 3 3 0.02

Load(kg) Ref.Weight(kg/pcs)

Visual standards:
first perspective


