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Model
Ref.Weight (kg/pcs)

Code

DRCC
106

L (Left Use)
R (Right Use)

0.03

134 0.04

L
Left/Right

For Ordinary Door
Two-Point Fixing / Three-Point Fixing

Code Fixing Method Feature Material

DRCC Two-Point Fixing Left/Right Applicable SPCC Chromed

Surface Treatment

R (Right Use)

2

14
.2

2028

8.6

2-M3 with Tapered Hole

A View

16
20 28

1.6
7.6

A View

2-M3 with Tapered Hole

L

L (Left Use)

2

14
.2

8.6

20 28

2-M3 with Tapered Hole

A View

2028

16

1.6
7.6

A View

2-M3 with Tapered Hole

L

Automatic Locking Rotating Rod

Two-Point Fixing

Order guide
Please refer to the series code to select the type and parameters for ordering.
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For Ordinary Door
Two-Point Fixing / Three-Point Fixing

Automatic Locking Rotating Rod

Three-Point Fixing

Code Fixing Method Feature Material

Left/Right Applicable
SUS304

SPCC Chromed

—DRCD
Three-Point Fixing

DRCD-G

Surface Treatment

R (Right Use)

L(Left Use)
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∅34

2-M3 with Tapered Hole
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3-M3 with Tapered Hole

∅26
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2-M3 with Tapered Hole
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∅26

3-M3 with Tapered Hole L

With () size as DRCD-G size

Left Use Example

※Part

Right Use Example

※Part

When installing this product to the sheet metal, ensure the threaded chamfer processing is done on the installation surface side (frame side). This way,
the screw head will not protrude when the product is fixed.

When closing the door, pull (the top ※ part in the image) axially forward while making it move.

    

St
ru

t

Visual standards:
first perspective

Model
Ref.Weight (kg/pcs)

Code

200 L (Left Use)
R (Right Use) 0.08

L
Left/Right

DRCD
DRCD-G


