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Straight Rod Type with Wrench Slot

Straight Rod Type with Wrench Slot

Model
L L1 L2 D d W Ref. weight(kg/pcs)

Code

DSBL-G
8 63 14 8 18.1 13 10 0.130

10 80 16 10 22.1 15 13 0.220
12 100 18

12
25.1 18 16 0.365

DSBL-E1
6 50 12 16.1 6 5 0.075
8 63 14 18.1 8 6 0.125

10 80 16 22.1 10 8 0.205
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Md
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Rotary Handle
External Thread Mount

Order guide
Please refer to the series code to select the type and parameters for ordering.
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Straight Rod Type with Wrench Slot

Model
L L1 L2 D d W Ref. weight(kg/pcs)

Code

DSBM

5 39 6 6 10.1 8 6.5 0.035
6 50 7 7 13.1 10 8 0.065
8 60 8 8 16.1 13 10 0.110

10 70 10 10 20.1 16 12 0.190
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Code Mounting Method
Mounting

Material

DSBL-G
Ext. Thd. Mount Q235 Chrome Plated SUM24L

Chrome Plated

DSBL-E1 Blackened

Shape

 

Straight Rod Type with Wrench Slot

Surface Treatment

Body

Material Surface Treatment

Visual standards:
first perspective

Code

DSBM SUS304 Electrolytic Polishing SUS304 Electrolytic Polishing

Mounting

Material Surface Treatment

Body

Material Surface Treatment
Mounting Method

Ext. Thd. Mount

Shape

Straight Rod Type with Wrench Slot

Visual standards:
first perspective


