—~ Economical Guide Shaft
@LCJLCMC Internal Thread at Both Ends
Standard

- D6 - L12 - M3 -N3 -_LD
M @ T QSurface treatment QDlameter) GThread size) Optional processing
Order guide(Economical (Category) @ Material) @Accuracy grade) ©Length) @Thread size)

@ Please refer to the series code to select the type and parameters for ordering.

Shaft end Material | Surface Accuracy
Ceritz e shape o treatmente grade o
E-BACF-C2GLP | SoEC [ memalivead | gq5c | Merdemome [ General
2-C Grind
04 @
_ 4
I — e ©
—1 =
Nx2 KIS
L®
@ For roundness/straightness/perpendicularity/coaxiality/hardness variation/chrome layer distribution, E»
please refer to the guide shaft product details.

Visual standards:

@® The hardness of the machined portion of the shaft end (effective thread length + about 10 mm) first perspective

may decrease due to the annealing effect of machining.

Model LO MO-N@ I
Code DO Minimum unit 1 Selection
6 12~600
8 -0.005 3 4 5
0020 12~800
10 3 4 5 6
12 s 4 5 6 8 0.5
13 0005 4 5 6 8
15 005 20~1020 4 5 6 8 10
E-BACF-C2G1-P 16 20~1220 4 5 6 8 10
20 EiGER 4 5 6 8 10 12
25 Ry 4 5 6 8 10 12 16
30 4 5 6 8 10 12 16 20 1.0
35 4 5 6 8 10 12 16 20 24 '
00 30~1520
40 So% 4 5 6 8 10 12 16 20 24 30
50 4 5 6 8 10 12 16 20 24 30
O Optional processing
Code®) Optional icons Selection method Code® Optional icons Selection method
Change of L dimension LD _ Added 2 wrench slots SBC12-S8
tolerance © Minimum unit 0.1 e Minimum unit0.1
@ L<300is changed to L£0.03;
LD 300<L<600is changed to L+0.05; D /W V
LD L>600is changed to L+0.1; 6 | 5
8 719
0] 8
12 |10
13 |11
- i 15 [ 13
Change theinternal thread | Sli2. 0 Mside o T
to fine pitch thread 5 ST SBC( SBC() V VoS W 20 | 17
1213 8 — ! 7 25 | 22
XM() 1516 8 10 — v | 30 127 |6
(Fine thread) 18 8 10 |12 ZE 35 B30
SM(l 20 B 10 [12 16 40 136 |,
Y 25~35 8 | 10 1216 20 50 41
XN() 40 _ 10 |12 16 20 ® Thetwo wrench slots are not
e 50 — | 1216 20 on the same plane
(Fine thread) Pitch 10 |125] 15
®When selecting, M must be changed to XM
e When selecting, M and XM must
become the same size

@® When selecting 2 or more optional processes, the interval between each processed part must be at least 2 mm.
@ Optional processing may result in a lower hardness of the product.
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