JoLe JLCMC

Swivel Shackle Screws/Swivel Shackle Nuts

Order guide
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Category

@ Please refer to the series code to select the type and parameters for ordering.

O Swivel shackle Screws

C1 D - M6
@ Body ST
@ Body material © Specification

Code Type Body material € Body Surface treatment € Accessories
EDHF-C1D ) SS400 Galvanized
Swivel shackle screws 1 screw nut
EDHF-S1W SUS304 —
a
—— @® Applicable standards for this product:
GB/T 825-1988
b DIN 580-2010
f JISB 1168-1994
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Visual standards:
first perspective
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Model Nut z
Load(T) | PPitch a b D E H v O
Code M B T ©
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6 1.0 27 30 10 5 %]
0.14 16 520, 16.8 12
8 1.25 36.3 37.5 13 6.5
10 0.23 1.5 45.3 24.7 10.3 25.3 46.5 17 17 8
EDHF-CLD 12 0.34 175 54.3 29.7 123 303 55 20.5 19 10
EDHF-S1W . : . : : . .
14 0.5 2.0 54.5 30.5 12.22 30.5 53.6 22.42 22 11
16 0.7 2.0 63.3 34.7 12.5 35.3 64.5 27 24 13
20 1.2 2.5 72.3 39.7 16.3 40.3 71 30 30 17
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J@L‘CJLCMC Swivel Shackle Screws/Swivel Shackle Nuts

O Swivel shackle Nuts

Code Type Body material @ Body Surface treatment @ Accessories
EDHG-C1D S$S400 Galvanized
Swivel ring nuts 1screw nut
EDHG-S1W SUS304 —
a @® Applicable standards for this product:
DIN 582-2010

M E
Visual standards:
first perspective
Model
a b H B K
Code MO
8 36 20 36 20 8.5
10 45 25 45 25 10
EDHG-C1D
12 54 30 53 30 11
EDHG-S1W
16 63 35 62 385 13
20 72 40 71 40 16
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