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Hex Socket Head Cap Screw
Full Thread/Partial Thread

Standard Type

EDLA-J2：M>20，Material is SCM440.
Applicable Standard：DIN 912-1983

GB/ T70.1-2000
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Visual standards:
first perspective

Order guide
Please refer to the series code to select the type and parameters for ordering.

-E
Major category

DL

Category

A
Series

J9

Material1

M2
Nominal Diameter2

- L3

Length3

-

Code Type Full Thread/Partial Thread Material Surface Treatment Strength Grade

EDLA-J9
Full Thread/Partial Thread

ML40Cr
Blackened 12.9

EDLA-J2 SCM435

EDLA-S1 SUS304

—

A2-70

EDLA-S2 Full Thread SUS316 A4-70

Standard Type

EDLA-S20 SUS201 —

EDLA-S20: This model is an economical type made of SUS201.The actual head dimensions are slightly smaller than those shown in the specification table.
If strict dimensional accuracy is required, please select EDLA-S1.
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Hex Socket Head Cap Screw
Full Thread/Partial Thread

Standard Type

Model
B D K S

Code M

EDLA-J9

2

Full Thread

0.4 3.8 2 1.5

2.5 0.45 4.5 2.5 2

3 0.5 5.5 3 2.5
18

4
Full Thread

0.7 7 4 3
20

5
Full Thread

0.8 8.5 5 4
22

6
Full Thread

1.0 10 6 5
24

8
Full Thread

1.25 13 8 6
28

10
Full Thread

1.5 16 10 8
32

12
Full Thread

1.75 18 12 10
36

14
Full Thread

2.0 21 14 12
40

16
Full Thread

2.0 24 16 14
44

18
Full Thread

2.5 27 18 14
48

20
Full Thread

2.5 30 20 17
52

22
Full Thread

2.5 33 22 17
56

24
Full Thread

3.0 36 24 19
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Hex Socket Head Cap Screw
Full Thread/Partial Thread

Standard Type

SCM435

Model
B D K S

Code M

EDLA-J2

2

Full Thread

0.4 3.8 2 1.5

2.5 0.45 4.5 2.5 2

3 0.5 5.5 3 2.5
18

4
Full Thread

0.7 7 4 3
20

5
Full Thread

0.8 8.5 5 4
22

6
Full Thread

1.0 10 6 5
24

8
Full Thread

1.25 13 8 6
28

10
Full Thread

1.5 16 10 8
32

12
Full Thread

1.75 18 12 10
36

14
Full Thread

2.0 21 14 12
40

16
Full Thread

2.0 24 16 14
44

18
Full Thread

2.5 27 18 14
48

20
Full Thread

2.5 30 20 17
52

22
Full Thread

2.5 33 22 17
56

24
Full Thread

3.0 36 24 19
60

L P Pitch

27

30

3.0 40 27 19

3.5 45 30 22

Full Thread

66

Full Thread

72

50 55 60 65 70 75 80 90

100 110 120 130 140 150 160 170 180 190 200

50 55 60 65 70 75 80 90 100

110 120 130 140 150 160 170 180 190 200

90 95 100 110 120 130 140 150 160 170 180 190 200

3 4 5 6 8 10 12 14 16 20

4 5 6 8 10 12 16 18 20 25 30

4 5 6 8 10 12 14 16 18 20 22 25

30 35 40 45 50 55 60 65 70 75 80 85 90 95 100

5 6 8 10 12 14 16 18 20 22 25
30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 110 120 130

140 150
6 8 10 12 14 16 18 20 22 25

30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 110 120 130
140 150 160 170 180 190 200

8 10 12 14 16 18 20 22 25 30
35 40 45 50 55 60 65 70 75 80 85 90 95 100 110 120 130 140

150 160 170 180 190 200
10 12 14 16 18 20 22 25 30 35
40 45 50 55 60 65 70 75 80 85 90 95 100 105 110 115 120 125

130 135 140 145 150 160 170 180 190 200
16 18 20 22 25 30 35 40
45 50 55 60 65 70 75 80 85 90 95 100 105 110 115 120 125 130

135 140 145 150 160 170 180 190 200
16 20 25 30 35 40 45 50
55 60 65 70 75 80 85 90 95 100 105 110 115 120 125 130 135 140

145 150 160 170 180 190 200
25 30 35 40 45 50 55
60 65 70 75 80 85 90 95 100 105 110 115 120 125 130 135 140 145

150 155 160 165 170 180 190 200
25 30 35 40 45 50 55 60
65 70 75 80 85 90 95 100 105 110 115 120 125 130 135 140 145 150

155 160 165 170 180 190 200
40 45 50 55 60 65

70 75 80 85 90 95 100 110 120 130 140 150 160 170 180 190 200

30 35 40 45 50 55 60 65 70 75

80 85 90 95 100 110 120 130 140 150 160 170 180 190 200

30 35 40 45 50 55 60 65 70 75

80 85 90 95 100 110 120 130 140 150 160 170 180 190 200

40 45 50 55 60 65 70 75 80 85
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Hex Socket Head Cap Screw
Full Thread/Partial Thread

Standard Type

SUS304

SUS316

Model
B D K S

Code M
L P Pitch

EDLA-S1

2 0.4 3.8 2 1.5

0.35 3.1 1.6 1.5

2.5

1.6

0.45 4.5 2.5 2

3 0.5 5.5 3 2.5

4 0.7 7 4 3

5 0.8 8.5 5 4

6 1 10 6 5

8 1.25 13 8 6

10 1.5 16 10 8

12 1.75 18 12 10

14 2.0 21 14 12

16 2 24 16 14

20 2.5 30 20 17

24

3 4 5 6 8 10 12 14 16

3

3

4

4

5

5

5

5
5

6

6

6

6
6

8

8

8

8
8

8

10

10

10

10
10

10

10

12

12

12

12
12

12

12

14

14

14

14
14

14

14

22

22

22

22
22

22

22

22
95

16

16

16

16
16

16

16

16

18

18

18

18
18

18

18

18

20

20

20

20
20

20

20

20

20

20

25

25

25

25
25

25

25

25

25

25
25

30

30

30

30
30

30

30

30

30

30
30

30

35

35

35
35

35

35

35

35

35
35

35

40

40

40
40

40

40

40

40

40
40

40

45
45

45

45

45

45

45
45

45

75
75

75

75

75

75

50
50

50

50

50

50

50
50

50

55
55

55

55

55

55

55
55

55

60
60

60

60

60

60

60
60

60

65
65

65

65

65

65
65

65

70
70

70

70

70

70
70

70

80

80

80
80

80

80
80

80

85

85

85

50 55 60 65 70 80 85

90

90
90

90

90
90

90

90

100

100

100
100

100
100

100

100

110

110

110
110

110

110

110

120

120

120
120

120

120

120

130

130

130

130

130

130

130

140

140

140

140

140

140

150

150

150

150
150

150 3.0 36 24 19

Full Thread

Model
B D K S

Code M
L P Pitch

3

4

5

6

8

10

12

14

16

20

EDLA-S2
EDLA-S20 Full Thread

6 8 10 12 16 20 25 30

8 10 12 16 20 25 30 35

8 10 12 16 20 25 30 35 40 45 50

10 12 16 20 25 30 35 40 45 50

12 16 20 25 30 35 40 45 50 55 60

16 20 25 30 35 40 45 50 55 60 65 70 75 80 90 100

20 25 30 35 40 45 50 55 60 65 70 75 80 90 100

25 30 35 40 45 50 60

25 30 35 40 45 50 55 60 70 80 90 100

40 45 50 55 60 65 70 80 90 100

0.5 5.5 3 2.5

0.7 7 4 3

0.8 8.5 5 4

1.0 10 6 5

1.25 13 8 6

1.5 16 10 8

1.75 18 12 10

2.0 21 14 12

2.0 24 16 14

2.5 30 20 17


