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Heavy-Duty

‘~ LC-TCC14 - 0.5T

Order guide 0 Specification)

@Please refer to the series code to select the type and parameters for ordering.

Code Type Material Surface Treatment

LC-TCC14 Heavy Load Alloy Steel Painting (Orange)
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Visual standards:
@® Due to the painting process, some areas of the product's lifting point may not be painted. first perspective
Model
M | Safety Factor A B C D E (F) G H R S SW | NetWeight (kg) X~
Code SPEC @ 8
T
0.5T 8 12
0.7T 10 33 35 30 10 15 85 26 235 17.5 6 13 0.3
1T 12 20
1.5T 14 21
o 6 50 55 46 13 22 130 85 36 27 8 18 1
LC-TCC14 2.5T 18 4 26
3T 20 65 66 57 16 30 163 109 44 345 10 24 2
5T 24 36
5.6T 27 38 5.5
7.8T 30 87 80 825 25 48 219 150 62.5 | 455 12 30 5.6
9T 36 54 5.7
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O Working Load Limit

A A s
Hook Installation Method I—i‘—l % Ell @

Number of Hooks 1 2 1 2 2 2 2 3~4 3~4 3~4
Lifting angle 0° 0° 90° 90° 0~45° | 45~60° | Asymmetrical| 0~45° | 45~60° | Asymmetrical
Model .

Code SPEC® Thread Ultimate work load (t)

0.5T M8 0.8 1.6 0.5 1 0.7 0.5 0.5 1.05 0.75 0.5

0.7T M10 1.2 2.4 0.7 14 0.98 0.7 0.7 1.47 1.05 0.7

1T M12 2 4 1 2 14 1 1 2.1 15 1

15T | M14 24 4.8 15 3 21 15 1.5 315 | 225 1.5

2T M16 32 6.4 2 4 2.8 2 2 4.2 3 2
LC-TCC14 2.5T M18 5 10 2.5 5 3.5 2.5 25 5.25 3.75 2.5
3T | M20 5.6 11.2 3 6 4.2 3 3 6.3 45 3

5T M24 9.2 18.4 5 10 7 5) 5 10.5 1.5 5
5.6T M27 9.5 19 5.6 11.2 7.84 5.6 5.6 11.76 8.4 5.6

7.8T M30 12 24 7.8 15.6 10.92 7.8 7.8 16.38 | 11.7 7.8

9T M36 12.5 25 8 16 11.2 8 8 16.8 12 8

Hook
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