JeLe JLCMC Domestic sideways rotating hook ring (orange)

Lateral Type
y LC-TCC52 - 0.4T - M8
1E ‘ @ Specification
Order guide @ Specification)
@Please refer to the series code to select the type and parameters for ordering.
Code Product Name Material Surface Treatment
LC-TCC52 Lateral Swivel Hook Alloy Steel Electrostatic Coating (Orange)
@® Characteristics:

o The forged alloy steel used in the lifting hook has been quenched and tempered;

o The lifting hook can rotate 360° around its axis and has a 180° pivot rotation function;

o The test load is 2.5 times the working load limit and has obtained relevant certification;
® Tested for fatigue resistance with 20,000 cycles at 1.5 times the working load limit;

o Vertical flipping reaches 100%, with a maximum angle of 90 degrees;

o The product has been inspected with 100% magnetic particle testing.
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@® Due to the painting process, some areas of the product's lifting point may not be painted. first perspective 8
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Model
M& Safety Factor C E A B D [F S Net Weight (kg)
Code SPEC ©
0.3T 8 11 13
0.63T 10 16 16
17 12 37 18 34 57 14 98.5 18 05
1.2T 14 21 21
15T 16 24 2%
Al 1 26 27
2.5T 20 30
54 30 50 82 16.5 143 15
3T 22 34
24 36
i = 41 3
27 38 170 -
LC-TCC52 Ll 30 4 65 48 60 99 22
6T 33 174 3.5
T 54
36 55
4 39 gs | ©2 7 123 27 2265 6
10T
) 12 6.5
15T 6
75 63 11
48 95 257.5
20T = 104 72 158 36 75 12
22T 56 84 85 15
22.5T 64 100 114 264.5 95 16.3
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JeLe JLCMC Domestic sideways rotating hook ring (orange)

Lateral Type

O Working Load Limit

A A 8
Hook Installation Method Iﬁl E Ell @

Number of Hooks 1 2 1 2 2 2 2 3~4
Lifting Angle 0° 0° 90° 90° 0~45° | 45~60° | Asymmetrical | 0~45° | 45~60° |Asymmetrical
Model .

Code SPECO Thread Ultimate work load (t)
0.3T M8 0.3 0.6 0.3 0.6 0.42 0.3 0.3 0.63 0.45 0.3
0.63T | M10 0.63 1.26 0.63 1.26 0.88 0.63 0.63 132 0.95 0.63
1T M12 1 2 1 2 1.4 1 1 2.1 1.5 1
1.2T M14 1.2 2.4 1.2 2.4 1.7 1.2 1.2 2.5 1.8 1.2
1.5T M16 1.5 3 1.5 3 2.1 1.5 1.5 3.1 2.2 1.5
2T M18 2 4 2 4 2.8 2 2 4.2 3 2
2.5T | M20 2.5 5 2.5 5 3.5 2.5 2.5 52 3.7 2.5
3T M22 3 6 3 6 4.2 3 3 6.3 4.5 3
4T M24 4 8 4 8 5.6 4 4 8.4 6 4
Lc-TCcs2 M21
5T M30 5 10 5 10 7 5 5 10.5 7.5 5
6T M33 6 12 6 12 8.5 6 6 12.7 9 6
T M36 7 14 7 14 9.8 7 7 14.7 10.5 7
M36
8T M39 8 16 8 16 112 8 8 16.8 12 8
10T M42 10 20 10 20 14 10 10 21 15 10
15T 142 15 30 15 30 21 15 15 315 225 15
M45
M48
20T 20 40 20 40 28 20 20 42 30 20
M52
22T M56 22 44 22 44 30.8 22 22 46.2 33 22
22.5T | M64 225 45 225 45 315 22.5 225 47.25 | 33.75 22.5
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