—- GB/T 70.1-2000
J@LCJLCMC Standard Hexagon Socket Cap Screw - Nickel Plated/
Dacromet Coated

LC TAC02 - M2 - L4
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(Series @ Length)
Order guide (Category) Nominal Thread Size)

@Please refer to the series code to select the type and parameters for ordering.

Code Type Main Material Surface Treatment Strength Grade
LC-TAC02
Nickel Plating
LC-TAC22 Hexagon Socket Screw ML40Cr 12.9
LC-TACO3 Dacromet Coating

@ Compliance Standards: GB/T 70.1-2000, DIN 912-1983.
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Visual standards:
first perspective

O Nickel Plating (Full Thread/Half Thread)

Model
LO % P('E,c)h D K | s
Code MO
2 8 10 12 14 16 20 04 | 38 15
25 |4568 1012 16 18 20 Full Thread| 045 | 45 | 25
} 568 10 12 14 16 20 25 o5 | 55 | 3 | 25
30 35 40 50 18 :
i 568 10 12 14 16 20 25 Full Thread |~~~ |~ | _
L tAcos 30 35 40 450 55 60 65 70 75 20
’ . 68 10 12 14 16 20 25 30 Full Thread| " | [,
35 40 450 55 60 65 70 75 80| 22 ;
. 8 10 12 14 16 20 25 30 Full Thread | = 1
40 450 55 60 65 70 75 80| 24 :
8 12 16 20 25 30 35 40 reagl 125 | 13 | 8 | 6 z
fuy
10 16 20 25 30 35 40 WA [ 10 | 8 3
O Nickel Plating (Full Thread)
Model
LO v P(',t,c)h D K | s
Code MO
3 30 35 40 05 | 55 | 3 | 25
" 4 30 35 40 45 50 ol Thread |2 4 | 3
- rea
5 30 35 40 45 50 “ 08 | 85 | 5 | 4
6 40 45 50 55 60 65 70 75 80 1 [ 10] 6 | 5

Accelerating Your Innovation




—~— GB/T 70.1-2000
J@LCJLCMC Standard Hexagon Socket Cap Screw - Nickel Plated/
Dacromet Coated

O Dacromet Coating (Full Thread/Half Thread)

Model
) v Piff)h D | K | s
Code MO

5 6 8 10 12 14 16 20 25 Full Thread
: 30 35 40 50 18 EXN e e 2

5 6 8 10 12 14 16 20 25 Full Thread
4 30 35 40 45 50 55 60 65 70 75 20 01 | T | 4 3
L TAcos . 6 8 10 12 14 16 20 25 30 Full Thread | 1 1 |,

35 40 45 50 55 60 65 70 75 80| 22

8 10 12 14 16 20 25 30 Full Thread
o 40 45 50 55 60 65 70 75 80| 24 10410 1 6 1 3
8 %) 16 20 25 30 35 40 125 13 | 8 | 6
10 16 20 25 30 35 40 Full Thread | —e— ¢ 70 | 8
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