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@ Please refer to the series code to select the type and parameters for ordering.

O Serrated type
. Applicable
Code Material Thread T
Coarse
ELMA SUS304 thread YJT 3028
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Visual standards:
first perspective
Model P D s " "
Code MO Pitch max min !
3 0.5 73 6.9 5.5 2.4 3.4
4 0.7 8.2 7.9 7 3.2 4.3
5 0.8 9.3 9 8 4 5.4
ELMA
6 1.0 11.2 10.8 10 5 6.4
8 1.25 16 14.6 13 6.5 8.3
10 1.5 19.1 18.7 17 8 10.4
O Hex Nut
o 2]
Code Category G Surface
treatment
ELMB-CD Carbon steel Galvanized
ELMB-CE1 Left-hapded Blackening
—_— nu
ELMB-S1W SUS304 —
O
Visual standards:
first perspective
Model P (Pitch) s )
Code MO e m £
4 0.7 3.2 7 8.1
5 0.8 4 8 9.2
6 1.0 5 10 11.5
Carbon steel g 1.5 6.5 B 15
ELMB-CD "
ELMB-CE1 10 15 8 17 19.6
12* 1.75 10 19 219
SUS304
ELMB-S1W 16* 2.0 13 24 27.7
18* 2.5 15 27 29.6
20* 2.5 16 30 34.6
24* 3.0 19 36 41.6

@® ELMB-CD/ELMB-CE1 is only available for specifications marked with*
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