Blind rivets
Closed type countersunk head

JeLe JLCMC

E MJ] D- A0 - d3 - L4
| Sees | @piameter) |

Order guide (Category) ©Bodymaterial €) Length)
@ Please refer to the series code to select the type and parameters for ordering.

Model | Bodymaterial@ ST Shape S Standard No.
Rivet body | Rivet stem rating
EMJD-A10| A5050 1008 o Closed type 08 GB/T 12616.1-2004
EMJD-S1 SUS304 countersunk head| A2-70 GB/T 12616.4-2004
EMJD-S1 EMJD-A10

120°~125°

120°~125°
dk

dr
\
i
|
|
f
el
|
Lal
a0
\
i
|
|
I
|
i

M k
L L L1 LO
Perspective standard:
first perspective
Model . Riveting range K Min. tensile load| Min. shear load
Code de = d CE Min Max max L (N) )
8 3.5 5
8.5 4 35
3.2 9.5 1.85 5.8~6.7 3.3~34 5 6.5 1.3 25 1450 1100
11 7 8
12.5 7.5 9.5
8 B 5
8.5 3.5 5.5
9.5 B 5
4 11 2535, 6.9~8.4 4.1~4.2 > L 1.7 25 2200 1600
125 ) o v M 6.5 8 .
13 7 9
14.5 8 10
8.5 2 8.5
D85 3 5
11 5 6
12.5 6 8
13 6.5 8
4.8 145 277 8.3~10.1 | 4.9~5.0 3 95 2 27 3100 2200
15.5 8 10
EMJD-A10 16 9 11
18 11 13
21 13 16
8.5 2 3.5
9.5 2.5 5
11 4.5 6.5
12.5 515) 6.5
13 6.5 8.5
5 14.5 2.8 8.7~10.5 | 5.1~5.2 3 95 2.1 27 3500 2420
15.5 9 10
16 oI5 11
18 11 13
21 13 16
12.5 1.5 6.5
13 2.5 [25
14.5 3.5 8.5
6.4 15.5 BY5 11.6~13.4 | 6.5~6.6 4.5 9.5 2.7 27 4900 3600
16 5.5 10.5
18 6.5 11.5
21 8.5 12.5
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Blind rivets
Closed type countersunk head

JeLe JLCMC

Model Hole diameter Riveting range K Min. tensile load Min, shear load!
Code de e dk dk Min Max max b & N
6 0.5 2
8 2 4
3.2 10 1.85 5.8~6.7 3.3~3.4 4 6 1.3 25 2200 2000
12 6 8
14 6.5 8
6 0.5 2
8 2 4
10 4 6
4 12 2.35 6.9~8.4 4.1~4.2 5 3 1.7 25 3500 3000
14 8 10
16 8 11
EMJD-S1 3 2 3
10 3 5
4.8 12 2.77 8.3~10.1 | 4.9~5.0 5 6.5 2 27 4400 4000
16 6.5 9
20 9 12
12 2.5 6.5
6.4 16 3.75 11.6~13.4 | 6.5~6.6 6 8 2.7 27 8000 6000
20 8 12
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