JeLe JLCMC Flat head rivet screw

E MJ N - SIW - M25- L3
Series) 7) Thread )
Order guide (Category) @ Vaterial ) €) Length)
@ Please refer to the series code to select the type and parameters for ordering.
Code Thread Standard Material € ST
EMJN-S1W Coarse | PEM Industry SUS304 —
EMJN-CD teeth Standard 1018 Galvanized
L+04 @

B %
=
Perspective standard:
first perspective
Model Lo P D K |Plate thickness| Mounting hole size | Product biggest | winimum distance from center
Code Me Pitch (max.)| (min) +0.08 hole offole to edge of mounting plate
2.5 6 8 10 12 15 18 045 | 41 |195 2.5 3.1 54
3 6 8 10 12 15 18 20 25 0.5 4.6 21 1 3 3.6 5.6
EMJN-S1W 4 6 8 10 12 15 18 20 25 30 35 | 0.7 59 2.4 4 4.6 742,
EMJN-CD 5 8 10 12 15 18 20 25 30 35 | 0.8 6.5 2.7 5 5.6 2
6 10 12 15 18 20 25 30 35 | 1.0 8.2 3 1.6 6 6.6 7.9
8 12 15 18 20 25 30 35 | 1.25 | 9.6 3.7 24 8 8.6 9.6
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