e Hexagon Flange Lock Nut with Non-Metal Insert
J@LC .
\? JLCMC Hex Flange Nut with Non-Metal Insert

E ML YA - M2 - L3
LH Major category @Length)
Order guide @ Thread Specification
@ Please refer to the series code to select the type and parameters for ordering.
O Lock Nut
Code Type Thread Material Surface Treatment | Applicable Standard
LC-TBK47 Lock Nut | Hex Flange Nut with Non-Metal Insert | Coarse Thread SUS304 - DIN 6926-1983
Friction Ring
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Visual standards:
first perspective
Model S} h m
P Pitch D (max)
Code M max min max min min
4 0.7 10 T 6.78 435 4.65 33
5 0.8 118 8 7.78 7.1 6.74 4.7
6 1.0 14.2 10 9.78 9.1 8.74 5.7
LC-TBK47 8 1.25 179 13 12.73 111 10.67 7.6
10 15 218 15 14.73 135 13.07 9.6
12 1.75 26 18 17.73 16.1 15.67 116
16 2.0 345 24 23.67 20.3 19.46 153
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e Hexagon Flange Lock Nut with Non-Metal Insert
J@LC .
\? JLCMC Hex Flange Nut with Non-Metal Insert

O Brass Heat Insert Nut

Code Type Thread Material

LC-TBK47 Brass Heat Insert Nut Coarse Thread Brass

LO
Visual standards:
first perspective
Model
L® D+0.2
Code MO
2 3 4 5 55 6 7 8 9 10 35
25 3 4 5 55 6 7 8 9 10 12 35
3 3 4 5 55 6 7 8 9 10 12 4
EMLZ 4 3 4 5 6 7 8 9 10 12 5
5 4 5 6 7 8 9 10 12 15 7
6 4 5 6 7 8 9 10 12 15 8
8 5 6 8 10 12 15 10
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