JeLe JLCMC

Full Thread Hexagon Head Bolts

GB/T 5783/30

LC-TAHO02

Code)

- M4 - L6

Order guide ®Nominal Size)
@ Please refer to the series code to select the type and parameters for ordering.
Code Standard Number Strength Grade | Thread Length | Thread Type |Main Body Material | Main Body Material
LC-TAHO2 GB/T 30 48
Blue-White Zinc Plating
LC-TAHO3
LC-TAHO7 10B21 Color Zinc Plating
Full Thread | Coarse Thread
LC-TAHO8 GB/T 5783 8.8 Dacromet
LC-TAHO09 Hot-Dip Galvanizing
LC-TAHO1 SCM435 Blackened
N
N 7 A\ @® Strength Grade refers to the tensile strength of the bolt.
<
I |
) Example: 8.8
\ / L Indicates that the minimum yield point or
<t endurance is 80% of the tensile strength.
Indicates that the minimum tensile
K L S strength is 800 N/mm?.

@ LC-TAHO1 Applicable Standard: DIN 933-1987

@® LC-TAHO2 Applicable Standard: GB/T 30-1976

GB/T 5783-2016 Other Applicable Standard: GB/T 5783-2016

Koa0172011 PP ! E»
Visual standards:

O 10B21 (Strength Grade 4.8) first perspective

Model
LO® PPitch| S K
Code MO

4 6 8 10 12 16 20 25 30 35 40 0.7 7 238

5 8 10 12 16 20 25 30 35 40 45 50 0.8 8 35

6 10 12 16 20 25 30 35 40 45 50 55 60 1 10 4

8 12 16 20 25 30 35 40 45 50 55 60 65 70 715 80 90 100 | 125 13 53

10 16 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 100 | 15 17 6.4

LC-TAHO2 12 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 100 | 175 19 75
14 30 35 40 45 50 55 60 65 70 80 90 100 ) 22 8.8

16 30 35 40 45 50 55 60 65 70 75 80 90 100 24 10

18 40 45 50 55 60 65 70 75 80 85 90 100 27 | 115

20 40 45 50 55 60 65 70 75 80 85 90 100 | 25 30 | 125

22 50 55 60 70 75 80 90 100 34 14

24 50 60 70 75 80 90 100 3 36 15
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S
JeLe JLCMC Full Thread Hexagon Head Bolts

GB/T 5783/30

O 10B21 (Strength Grade 8.8)

Model
L® PPitch | S | K
Code MO

4 (810121416 20 25303540 07 | 728

5 [81012 16 20 253035404550 08 [8[35

6 81012 16 20 2530354045505560 70 80 90 100 1 [10] 4

8 | 1012 16 20 2530354045505560657075 80 90 100 125 [13]53

10 16 20 25303540 4550 55 60 65 70 75 80 8590 _ 100 110 120 130 15 |16] 64

2 20 2530354045505560657075 808590 100110 120 _ 130 175 [18]75

14 303540 4550 55 60 65 70 7580 90 100 110 120 130 , |21]88

LC-TAHO3 [ 16 3035404550 5560 65 7075 808590 100 110 120 130 24110
18 40455055 606570 75 80 90 100 110 120 130 27115
20 40455055 606570 75 808590 100110 120 130 25 [30[125

22 50.55.60 65 70.75 808590 100 110 120130 34 14

24 5 3815

27 41] 17
— 6070 80 90 100110 120 130 e
36 70 80 90 100110 120 130 4 [55]225

4 0 07 [7 (28

5 |8 12 16 20 2530 45 08 | 835

6 | 1012 16 20 2530354045505560 15 1 [10] 4

LC-TAHOT | 8 1214 16 18 20 2530 35 40 45 50 55 60 65 70 75 80 90 100 125 [13]53
10 16 20 25303540455055606570 7577808590 100110 120 130 15 16|64

% 20 253035404550 5560 6570 75 80 85 100110 120 175 |18|75

14 2530354045505560657075 80 90 100 7 [21]88

8 16 20 253035404550 6065 70 80 125 [13]53

10 16 20222530354045505560 70 80 90 100 20 130 15 16|64

1 20 25 30 35 40 45 50 55 60 65 70 80 90 100 175 |18|75

14 30 3540 45 50 55 60 65 70 80 90 2188

LC-TAHO8 7 3035 40 45 50 55 60 65 70 75 808590 100 110 120 2 2al10
18 50 60 7075 80 90 PRI 115
20 505560657075 80 90 100110 120 S [30]125

24 50 3 [36] 15

3 16 20 2530 3540 45 50 55 60 65 70 3085 125 |13]53

10 20 2530354045505560 70 808590 100 125 140] 15 [16]64

LC-TAHO9 [ 12 20 253035404550 55 60 65 70 75 80 8590 95 100 110 120 _ 130 140] 175 |18 75
14 30 3540 45 50 55 60 65 70 80 90 100 2 [21/88
20 40 5055 25 [30]125

O SCM435
Model
) PPitch| S | K
Code MO

5 [810 12 16 20 25 30 35 40 45 08 | 8|35

6 | 101216202530 3540 4550 55 60 65 7075 T (10| 4

8 12 16 20 25 30 35 40 45 50 55 60 65 70 75 80 90 100 125 |13/53

LC-TAHO1 [ 10 16 20 25 30 35 40 45 50 55 60 65 70 75 80 90 100 15 [17]64
1 20 25 30 35 40 45 50 55 60 65 70 75 80 90 100 110 120 130 175 [19/75

16 3035 40 45 50 55 60 65 70 75 80 90 100 110 120 130 2 [24]10
20 60 90 100 110 120 130 140 150 160 180 190 200 220 350 2.5 |30]12.5
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