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Code Material

Coarse thread SUS304

Coarse/
fine thread

L（After installation）
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Groove

Model
Pitch of spiral XM Number of laps

Outer diameter Recommended
 drill diameterCode min max

ETLB

2.5
2.5

0.45
1M 3.6 1.5

3.2 3.7 2.63.8 1.5M 5.9 2.05
5 2M 8.2 2.76

3
3

0.5
1M 4.2 1.49

3.7 4.35 3.14.5 1.5M 6.8 2.68
6 2M 9.4 3.88

4
4

0.7
1M 4 2.18

5.05 5.6 4.26 1.5M 6.6 3.93
8 2M 9.1 5.03

5
5

0.8
1M 4.4 3.14

6.25 6.8 5.27.5 1.5M 7.1 4.38
10 2M 9.9 6.32

6
6

1
1M 4.3 4.07

7.4 7.95 6.29 1.5M 6.9 5.64
12 2M 9.6 8.07

8
8

1.25
1M 4.8 5.08

9.8 10.35 8.312 1.5M 7.7 8.08
16 2M 10.6 10.85

10
10

1.5
1M 5 6.18

11.95 12.5 10.415 1.5M 8.1 9.9
20 2M 11.2 14.83
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Threaded Inserts
Tangless

Order guide
Please refer to the series code to select the type and parameters for ordering.

M3-E TL B
Major category Series

L3
Nominal size

Category Nominal size1
2

Length before
 installation

(Reference value)

Visual standards: first perspective


