Fixed seat for pillar
For hexagonal pillars
Top thread type / Side thread type
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@Please refer to the series code to select the type and parameters for ordering.

Code  [Fixed way@| Material|  ST® Accessories e
FBSA-E1-S Blackened Hexagon socket cheese head screw _A_“_
FBSA-N1-S | Top threadtype | SUUS304 “Sf:fme;:g Hexagon socket cheese head screw(Stainless steel)
FBSA-E1-C | Side thread type Blackened Hexagon socket cheese head screw
FBSA-N1-C ni‘:;;’;‘;;;g Hexagon socket cheese head screw(Stainless steel)
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Perspective standard:
@The S dimension corresponds to the S dimension of the hexagonal strut. first perspective
Model Accessory
Code 3a) (P) (P1) By C F G C1 C2 T S1 d M Vv B N (L) -
10 11 16 25 12 11 11.5 6 18 3.5 M3 7 M4 27.2 M3X12
Top thread type |12 13 18 5 12 13.9 6 22 12 30.2
13 32 16 115 | 150 | 8 23 | 45 | M4 | 10 ms 307 M4x15
Side thread type i; L 23 8 13 5 igg gg i§$
20 28 38 22 - . 11 9 5.5 M5 12 16 M6 - M5X20
) 18,5 1219 29 46.7
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