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@Please refer to the series code to select the type and parameters for ordering.

Code Shape h'e"a‘é"’sﬁige em',“él::’heape e Material€) Hardness @ ST Plating thickness
FDAY-M2-Y1 SKS3 Quenching hardness 58~6THRC - —
FDAY-M2-Y2 Quenching hardness 58~61HRC, plating hardness 850HV ~| " (NenePEtns | plating thickness3~5um

———— 1 Large | conical | Internal
FDAY-S1-Y0 | head thread | Dg6 | SUS304 - Polichi

B —— olishin: -
FDAY-S6-Y3 SuUS440C Quenching hardness 48~53 HRC 9
FDAY-M1-Y5 SuJ2 Quenching hardness 56HRC, plating hardness 850HV~ | Hard chrome plating| Plating thickness 3~5pum

O P Dimensional tolerance
) g6 Customiz Polishing
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20~30 9007 @ —-— :Indicates the polished processing area.
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@® The D part of SUS440C material is machined with identification grooves.
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Model
PO L B E M V
Code Dg6 ©
6T oosa | 8 10 12 13 M2.5 4
-0.012 10
6 8 10 12 13 8 M3 5
FDAY-M2-Y1 8T 10 12 13 15 5 M4 6
FDAY-M2-Y2 8 i 10 12 13 15 o 8
FDAY-S1-Y0 10 12 13 15 16 M5 8
FDAY-S6-Y3 12 13 15 16 20 a .
FDAY-M1-Y5 13 -%%gg 15 16 20
- 22
16 20 25 30 M8 12
-0.007 7
20 20,020 25 30 30 15
O Optional processing
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