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Connecting Block
Hydraulic + Water Pressure I-Shaped

Side-End Through Fixed Hole Pitch Type
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Order guide
Please refer to the series code to select the type and parameters for ordering.

-G
Major category

Z
Series

LK

Category

C1

Material1

- D
Surface Treatment2

- K4

Width×Height3

- 1K
Number of Side Holes4

- Q1

Thread5

- G1
Thread6

- K1

Thread7

Code End Face Machining Shape Hole Pitch Selection

Side-End Through I-Shaped Fixed Hole Pitch Type
30x35

50x50

GLKZ-C1D-K4

GLKZ-C1D-K8

GLKZ-S2W-K4

GLKZ-C1N1-K4

Width×Height

Code

GLKZ-C1D-K4

GLKZ-C1D-K8

GLKZ-S2W-K4

GLKZ-C1N1-K4

Atmospheric Pressure

SS400
Galvanized

Below 20.6MPa(≈210Kgf/cm²)
Electroless Nickel Plating

SUS316 —

SS400 Galvanized Below 20.6MPa(≈210Kgf/cm²)

Below 1MPa(≈10.2Kgf/cm²)

Material Surface Treatment

*When the number of side holes is 1K, the dimension is ( ) value inside
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Width×Height：20x35
GLKZ-C1D-K4
GLKZ-C1N1-K4
GLKZ-S2W-K4

Width×Height：50X50
GLKZ-C1D-K8

6.3

Remaining

Visual standards:
first perspective
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Connecting Block
Hydraulic + Water Pressure I-Shaped

Side-End Through Fixed Hole Pitch Type

When the number of side holes is 6K, an additional mounting hole for M6 screws is added at the L/2 position.
When the number of side holes is 1K,the dimension is ()value.

When the number of side holes is 1K,the dimension is ()value.

Width×Height：50x50

Width×Height：30x35

When the number of side holes is 6K, an additional mounting hole for M8 screws is added at the L/2 position.
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Model PT/NPT Selection
Pitch P N Number of Screw Holes

Code

GLKZ-C1D-K4
GLKZ-C1N1-K4
GLKZ-S2W-K4

1K 1(1/8)
2(1/4)
5(M5)

1N(NPT1/8)
2N(NPT1/4)
3N(NPT3/8)

2(1/4)
3(3/8)
4(1/2)

2N(NPT1/4)
3N(NPT3/8)
4N(NPT1/2)

40

0 3
2K 1 4
3K 2 5
4K 3 6
5K 4 7
6K 5 8

Number of Side Holes Q G·K

N

GLKZ-C1D-K8

1K
2(1/4)

3(3/8)

4(1/2)
6(3/4)

60

0 3
4
5
6
7
8

2K 1
3K 2
4K 3
5K 4
6K 5

Q·   G·   K

Model PT Selection
Pitch P Number of Screw Holes

Code Number of Side Holes


