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Code

LC-BLL18 SUS440CKnob Type SUS303

Shaft

SUS303

Pin

Type

Powerful Retraction

Locking Method

SUS303

Knob

SUS303

Body

Material

Button

Quick Lock
Knob Type

Powerful Retraction

Model
Applicable Plate Thickness Clamping Force (N) Shear Strength (N) Tensile Strength (N) Applicable Cam Sleeve

Code Specification

LC-BLL18 20 6~20 400 3000 1600 DFAE-9
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Shear and tensile strengths are subject to permissible 
load limits; exceeding these limits may damage the 
product.

Shear Strength Tensile Strength

When the thickness of the pallet plate is less than 9mm, it is necessary to install it in combination with a pad (LC-BLL61).
Pads are not included with shipment and must be purchased separately by the customer.

Mounting Method

Visual standards:
first perspective

When plate thickness is 6mm When plate thickness is over 6mm but less than 9mm

When plate thickness is 9mm When plate thickness is over 9mm but less than 20mm
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Quick Lock
Knob Type

Powerful Retraction

Machining Accuracy Repeatability is ±0.1

Positioning Pin

Positioning Pin

Spacing Tolerance ±0.04
Pallet Plate

Spacing Tolerance ±0.04
Base Plate

For the spacing tolerance between the pallet plate and the base plate, 
please machine to ±0.04.

For high-precision positioning, please use in combination with 
positioning pins.

Machining Accuracy and Repeatability


