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EURO/GB 30 Series
Connection Accessories

Die-Cast Corner Code

TPEA-308-3030

TPEA-308-3060 TPEA-308-6060

TPEA-X6-308-3030G（Includes cover plate）
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Cover plate (for use with)
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Optional accessories3

308

Profile type1

- -

Order guide
Please refer to the series code to select the type and parameters for ordering.

T
Major category

A
Series

PE

Category

3030
Specification2

TPEA
ADC12

Abrasive

Specification

3030

3030G

3060

6060TPEA-X6

Surface treatment

Sandblasted oxidation

Code Material

Sandblasted oxidation

Sandblasted oxidation



Cross-section threaded hole machining Z
Specified Example:TPEA-308-3030-Z

Adapter Screws, T-Nuts and Washers

Screw：EDLA-S1-M6-L14
Specified Example：TPEA-308-3030-ZP

T-nuts：TPAH-N-8-M6
Washer：EPDA-S1W-B-6

ZP
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EURO/GB 30 Series
Connection Accessories

Die-Cast Corner Code
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National Standard Selection ：TPBP-6-M6
European Standard Selection：TPAH-N-8-M6

TPEA-308-3060

Wrench
TPEA-308-3030

EDLA-S1-M6-L12

EPDA-S1W-B-6

Usage example

Usage example

Covers
Covers

 End cap

EDLA-S1-M6-L16

EPDB-S1W-B1-M6

TPAH-N-8-M6

TXCK-H6-8-3030

EPDA-S1W-B-M6

Visual standards:
first perspective

Visual standards:
first perspective

TPEA
308

3030 22.90
3030G 35.50
3060 41.22
6060 83.59TPEA-X6

Weight(g/pcs)
Model

Code Profile type Specification

Optional processing/accessories

Z

ZP

Optional illustration Selection methodCode


