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TXCU-3535 TXCU-5050 TXCU-5555

TXCU-6060 TXCU-8080 TXCU-8080B

TXCU-8080A TXCU-7070A TXCU-9090

The cut surface has no surface treatment.
Maximum use length: 5800~5850mm;
The standard length of the whole line is 6000~6020mm.
Customizable surface treatments available.

L±0.3

(When L>1000mm, length dimension tolerance is ±0.5

L length tolerance: L≤1000mm
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Specification1Order guide
Please refer to the series code to select the type and parameters for ordering.

T
Major category

G
Series

XC

Category

- L50
Length2

Z

Optional processing1

-

Code Material

TXCG A6063-T5 Natural color sandblasting oxidation

Surface treatment

Customiz-
ation
design

Visual standards:
first perspective



model
Section size Weight (kg/m) Cross-sectional area(mm²)

 Code L(mm)SPEC

Sectional moment of inertia

Ix(mm⁴) Iy(mm⁴)

TXCU

3535

50~6000

35×35 1.13 413.3 3.70×10⁴ 3.70×10⁴
5050 50×50 2.26 827.4 17.88×10⁴ 17.88×10⁴
5555 55×55 2.55 932.8 24.68×10⁴ 24.68×10⁴
6060 60×60 2.65 969.4 31.75×10⁴ 31.75×10⁴
8080

80×80
4.09 1496.5 94.50×10⁴ 94.50×10⁴

8080B 5.11 1871.9 105.26×10⁴ 105.26×10⁴
9090 90×90 5.18 1895.8 145.21×10⁴ 145.21×10⁴

7070A 70×70 3.65 1338.6 31.54×10⁴ 14.31×10⁴
8080A 80×80 3.14 1151.8 34.17×10⁴ 45.93×10⁴

Optional processing

Optional icons

Section thread hole processing

Selection method

Z

Z

Code

Specified example: TXCU-3535-L50-Z
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